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Customer Support

You can obtain technical support by using the Support page on the BMC Software Web site or by contacting Customer
Support by telephone or e-mail. To expedite your inquiry, please see “Before Contacting BMC Software.”

Support Web Site

You can obtain technical support from BMC Software 24 hours aday, 7 days aweek at http://www.bmc.com/support.html.
From this Web site, you can

»  read overviews about support services and programs that BMC Software offers

«  find the most current information about BMC Software products

»  search adatabase for problems similar to yours and possible solutions

e order or download product documentation

e report aproblem or ask a question

»  subscribe to receive e-mail notices when new product versions are released

«  find worldwide BMC Software support center locations and contact information, including e-mail addresses, fax
numbers, and tel ephone numbers

Support by Telephone or E-mail

In the United States and Canada, if you need technical support and do not have access to the Web, call 800 537 1813.
Outside the United States and Canada, please contact your local support center for assistance. To find telephone and e-mail
contact information for the BMC Software support center that services your location, refer to the Contact Customer Support
section of the Support page on the BMC Software Web site at www.bmc.com/support.html.

Before Contacting BMC Software

Before you contact BMC Software, have the following information avail able so that Customer Support can begin working on
your problem immediately:

e product information

— product name
— product version (release number)
— license number and password (trial or permanent)

e operating system and environment information

— machinetype

— operating system type, version, and service pack or other maintenance level such as PUT or PTF

— system hardware configuration

— seria numbers

— related software (database, application, and communication) including type, version, and service pack or
maintenance level

e sequence of events leading to the problem
e commands and options that you used
*  messages received (and the time and date that you received them)

— product error messages
— messages from the operating system, suchasfil e system ful |
— messages from related software



http://www.bmc.com/support.html
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About This Book

This book contains detailed information about the OS/390 and z/OS Installer
and isintended for system administrators and database administrators
responsible for the installation of BMC Software products on OS/390 and
Z/0S systems.

To use this book, you should be familiar with the following items:

e Job control language (JCL) and the Interactive System Productivity
Facility (ISPF)

e IBM 0S/390 or Z/OS systems

For example, you should know how to respond to | SPF panels and how to
perform common actions in a mainframe environment.

How This Book Is Organized

This book is organized as follows. In addition, aglossary of terms and an
index appear at the end of the book.

Chapter/Appendix Description

Chapter 1, “Introduction” provides a brief overview of the installation system including an
explanation of the distribution methods, installation procedures,
and conventions

Chapter 2, “Preparing for Installation” describes the Checklist Generator and other preinstallation
tools and requirements

”

Chapter 3, “Using the Installation System describes the tasks related to running the installation system

Chapter 4, “Running Installation JCL’ describes the JCL generated by the installation system and
instructions for running the jobs

BMC Software, Inc., Confidential and Proprietary Information
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Chapter/Appendix Description

Appendix A, “BMC Software Product includes information and instructions related to the product
Authorization” authorization utility
Appendix B, “BMC Software Product lists messages related to the product authorization utility

Authorization Messages”

Related Documentation

BMC Software products are supported by several types of documentation:

e online and printed books
e onlineHelp
» release notes and other notices

Specific documents that are required for your product are listed in the release
notes and cover letter that were shipped with your order.

Note: The messagesthat the installation system generates are availablein a
data set that is downloaded during installation. For each message, the
data set includes an explanation and suggests a user response. The
data set is called HLQ.MSGS (where HLQ is the high-level qualifier
that is specified during installation).

Online and Printed Books

The books that accompany BMC Software products are availablein online
format and printed format. If you are a Windows or Unix user, you can view
online books with Acrobat Reader from Adobe Systems. The reader is
provided at no cost, as explained in “ To Access Online Books.” You can also
obtain additional printed books from BMC Software, as explained in “ To
Request Additional Printed Books.”

To Access Online Books

Online books are formatted as Portable Document Format (PDF) files. You
can view them, print them, or copy them to your computer by using Acrobat
Reader 3.0 or later.You can access online books from the documentation
compact disc (CD) that accompanies your product or from the World Wide
Web.

BMC Software, Inc., Confidential and Proprietary Information
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In some cases, installation of Acrobat Reader and downloading the online
booksis an optiona part of the product-installation process. For information
about downloading the free reader from the Web, go to the Adobe Systems
site at http://www.adobe.com.

To view any online book that BM C Software offers, visit the support page of
the BM C Software Web site at http://www.bmc.com/support.html. Log on and
select a product to access the related documentation. (To log on, first-time
users can request a user name and password by registering at the support
page or by contacting a BMC Software sales representative.)

To Request Additional Printed Books

BMC Software provides printed books with your product order. To request
additional books, go to http://www.bmc.com/support.html.

Online Help

The installation system includes online Help. In the ISPF interface, you can
access Help by pressing F1 from any | SPF panel.

Release Notes and Other Notices

Printed rel ease notes accompany each BMC Software product. Release notes
provide current information such as

e updatesto the ingtallation instructions
e last-minute product information

In addition, BMC Software sometimes provides updated product information
between releases (in the form of aflash or atechnical bulletin, for example).

The latest versions of the release notes and other notices are available on the

Web at http://www.bmc.com/support.html.
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Document Conventions

This section provides examples of the conventions used in this book and
explains how to read | SPF panel-flow diagrams and syntax statements.

General Conventions

This book uses the following general conventions:

Item

Example

information that you are
instructed to type

Type SEARCH DB in the designated field.

specific (standard)
keyboard key names

Press Enter.

field names, text on a
panel

Type the appropriate entry in the Command field.

directories, file names,
Web addresses

The BMC Software home page is at www.bmc.com.

nonspecific key names,
option names

Use the HELP function key.

KEEPDICTIONARY option

MVS calls, commands,
control statements,
keywords, parameters,
reserved words

Use the SEARCH command to find a particular object.

The product generates the SQL TABLE statement next.

code examples, syntax
statements, system
messages, screen text

/| STEPLI B DD

The tabl e table_name is not avail abl e.

emphasized words, new
terms, variables

The instructions that you give to the software are called
commands.

In this message, the variable file_name represents the
file that caused the error.

This book uses the following types of special text:
Note: Notes contain important information that you should consider.

Warning! Warnings alert you to situations that could cause problems, such
asloss of data, if you do not follow instructions carefully.

Tip:  Tips contain useful information that might improve product
performance or that might make procedures easier to follow.

BMC Software, Inc., Confidential and Proprietary Information
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Syntax Statements

Syntax statements appear in Courier. The following example shows a sample

syntax statement:

COMWWAND KEYWORDL [ KEYWORD2| KEYWORD3]
file_name.

KEYWORD4={ YES| NG}

The following table explains conventions for syntax statements and provides

examples:

Item

Example

Items in italic type represent variables that you
must replace with a name or value. Use an
underscore for variables with more than one word.

dt sbackup control_directory

Brackets indicate a group of options. You can
choose at least one of the items in the group, but
none of them is required. Do not type the brackets
when you enter the option. A comma means that
you can choose one or more of the listed options.
You must use a comma to separate the options if
you choose more than one option.

[tabl e_name, colum_nane, field]

Braces enclose a list of required items. You must
enter at least one of the items. Do not type the
braces when you enter the item.

{DBD_nane | table_nane}

A vertical bar means that you can choose only
one of the listed items. In the example, you would
choose either commit or cancel.

{conmmt | cancel}

An ellipsis indicates that you can repeat the
previous item or items as many times as
necessary.

col unmm_nane .
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Chapter 1  Introduction

This chapter contains the following topics:

Installation System OvVerview . . ... 1-2
Installation Methods. . ............ .. ... . 1-2
Installation Process. . . ..o oo 1-2

Installation Features . . ... ...t e e 1-5
Installation Profiles and the Profile Repository .. ............... 1-5
CheCKpOINtS . ..ot e e e 1-7
International Language Support. . ...t 1-7
Installation Modes . ... 1-7

DigtributionMethods . . ... i 1-7
Electronic Software Distribution .. .......................... 1-8
TapeDisgtribution . ......... ... 1-9

Installation Methods. ........... . i e 1-9
Standard Ingtallation. .. .......... ... ... 1-9
SMPIEIngtalation. . ...t 1-10
Installation Considerations. . . ...........ccoviiiiiiiinenan.. 1-10
Product Maintenance Distribution Files. . ..................... 1-12

CONVENIONS . .o e e 1-14
Making SElections . ...t e 1-14
KeysandCommands . ...t 1-15
DataSet NamMES . . ..o e 1-15
SymbolicVariables. . ......... .. ... 1-16
Volume Serial Number Identification. .. ...................... 1-16
Naming Conventions for Product Packaging................... 1-17
Naming Conventions for Standard and SMP/E Media Sets. . . . . ... 1-18
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Installation System Overview

Installation System Overview

The OS/390 and z/OS Installer is an | SPF application that generates a set of
batch jobsin job control language (JCL). You use the installation batch jobs
to unload and customize BM C Software products from distribution media.
You also use the batch jobs to apply maintenance to installed products.

Installation Methods

The install ation system supports the following methods of installation:

e Standard installation provides afast IEBCOPY installation process that
reguires less expertise than a System Modification Program Extended
(SMP/E) installation.

Note: Standard installation generates an optional SMP/E environment
for maintenance for some products.

e SMP/Eisan industry-standard installation program that provides a
variety of capabilities for unloading products and maintenance. SMP/E
provides more flexibility than the Standard installation method for setting
up and using an SMP/E environment, but it is more complicated and time
consuming.

Regardless of which method you choose, the installation system guides you
through the installation process, alowing you to accept or change defaults
along the way. You can readily access Help from each panel by pressing F1.

Installation Process

Theingtallation process includes unloading products from distribution tape or
downloading products from the BM C Software Electronic Software
Distribution site. Products are customized for use on your system. You can
also use the installation system to perform other tasks, such as applying

mai ntenance and managing licensing authority.

BMC Software, Inc., Confidential and Proprietary Information

1-2 0S/390 and z/OS Installer Guide



Installation System Overview

Unloading Products

To ensure afast and error-free installation, you should understand and plan
the unloading process before you begin. The process includes the following

steps:

1. Plantheingtalation. Checklists are included with the product documents
that will help you plan the product installation.

2. Unload the installation libraries;

e You can download the installation libraries from the Electronic
Software Distribution (ESD) site. See “Downloading Base
Installation Libraries from the ESD Site” on page 3-3.

e You can unload the installation libraries from a distribution tape. See
“Unloading Base Installation Libraries from the Distribution Tape”
on page 3-7.

3. Invoketheinstallation system to build the customized installation library:

A. Specify whether you will install products from the ESD site or from
distribution tapes.

B. Specify the Standard installation method or an SMP/E installation
method. See “ Creating a Customized Installation Library” on
page 3-12.

4. Choose the productsto install. See “Generating Installation JCL” on
page 3-25.

5. If you are performing an SMP/E installation, review the JCL that is
generated by the installation system. See “Running JCL for an SMP/E
Installation” on page 4-8.

6. Submit the JCL that the installation system generates to unload the
products that you selected.

7. (optional) If you are performing a Standard installation, you can run the
JCL that downloads SMP/E libraries.

Note: The system generates the JCL referenced in Step 7 for products

that require SMP/E maintenance. If generated, you must run the
job before you can apply maintenance to your products.

BMC Software, Inc., Confidential and Proprietary Information
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Installation System Overview

Customizing Products

Customization assigns values to default options and prepares a product for
use. Theinstallation system controls the customization process but the
assigned values are specific to your product and environment. Before
initiating the customization process, identify resources that you may need,
such as:

e product release notes
e product installation requirements
e product customization guide

The specific documentation varies, depending on your products.

When you compl ete the customization dial og, the installation system
generates JCL in your installation JCL library.

Performing Other Tasks

In addition to unloading BM C Software products from the distribution media
and customizing the products for execution, you can use the installation
system to perform the following tasks:

< apply maintenance to enhance functionality and correct problems
e establish password authority to run the installed products
e install copiesof productsto run on subsystems within your environment

The install ation system also alows you to customize the installation process
and save the values that you provide, facilitating subsequent installations.

These functions are accessible from the installation system Main Menu. For

information about how to perform these tasks, see “ Running the Installation
System” on page 3-17.

BMC Software, Inc., Confidential and Proprietary Information
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Installation Features

Installation Features

The installation system includes severa features to make the installation
process easy to perform. You can select some of these features as options
during the installation process.

Installation Profiles and the Profile Repository

Installation profiles and the profile repository provide a means of storing and
managing installation variables for many products, across many installation
sessions. You can use preserved values from any previous installation, or you
can selectively use the default values that are provided by the system.

Installation Profile

Theinstallation profileis a sequentia file containing al the variables, values,
and defaults that you provide during an installation session. When you first
run the installation system, you are prompted to create a new profile and
provide a useful description. The profileis named as follows:

hlq.idPROF

where hlqg is a high-level qualifier that you provide, id is a four-character
name that you choose, and PROF is an appended string that identifies the
data set as an installation profile.

In subsequent installation sessions, the most recently used profile is used as
default. You can choose to create a new profile or you can select a profile
from the profile repository.

By reusing an existing profile, you can replicate an earlier installation
exactly. If you make changes during the course of the installation dialog, the
profile is updated with the new information.

In most cases, it is good practice to create a new profile for adistinctly
different installation. If installation variables are few, it is asimple process to
copy asimilar profile, then advance to the variables that require change (by
using the checkpoint feature) to proceed with the instal lation dial og.

Profile Repository
By using the profile repository, you can ensure a consistent and specific

installation environment for a group of products or for a business unit within
your enterprise.
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Installation Features

The profile repository is an index of profiles used to install BMC Software
products. The repository is a sequential file that stores the profile name, the
date the profile was created, and other information.

When you first run the installation system, you are required to create a profile
repository. BMC Software recommends the following convention for your
repository name;

hiq.BMCREPO

where hlq is a high-level qualifier that is easily identified by all installation
usersin your facility. All users are encouraged to use the same repository.

In general, only one repository is necessary for any installation environment.
However, since the repository can story many hundreds of profiles, you can
choose to create additional repositories for organizational purposes.

Tip:  If many profiles are created in your environment, consider creating a
separate repository for each calendar or fiscal year in which profiles
are created.

Severa profile management features are available within the profile
repository. These features include the following:

» View or browse a profile to verify the contents before beginning an
installation session.

e Print aprofileto review the contents. This feature generates print JCL for
aprofile report.

»  Copy aprofile to create a profile modelled from another. Thisis useful
when you want to use many but not all of the variables from an earlier
session.

e Delete aprofilethat is no longer required.

e Usean existing profile when you want to replicate a previous installation,
using the same variables, values, and defaults that were used in the
origina installation session.

Profiles are listed in the repository in chronological order of use; the most
recently used islisted first.

BMC Software, Inc., Confidential and Proprietary Information
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Distribution Methods

Checkpoints

The amount of time that is required to install BMC Software products
depends on several factors, including:

e number of products that you install
» installation path that you choose for each product
» complexity of each product

By taking checkpoints at predetermined points, the installation system alows
you to interrupt the installation if necessary and later resume at the same
point.

International Language Support

The install ation system automatically invokes international language support
if theterminal typeis 32xxKN. (The terminal typeis set from the ISPF main
menu.) For thisterminal type, the installation panels are displayed in
uppercase letters.

Installation Modes

The install ation system offers the following installation modes for most
products.

e Basicingallation limits the number of panelsthat you see. Only common
installation panels and option panels requiring user input are displayed.
These panels use the default values that BMC Software provides.

« Advanced install ation displays common installation panels and all option
panels for each product. This mode allows you the most flexibility in

setting up the components of the products, from file and database names
to file sizes and product-execution parameters.

Distribution Methods

BMC Software offers the foll owing methods of product distribution:

e éectronic software distribution (ESD)
e tapedistribution

BMC Software, Inc., Confidential and Proprietary Information
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Distribution Methods

Electronic Software Distribution

ESD dlowsyou to use File Transfer Protocol (FTP) to download product
filesto your site from a server at BMC Software for subsequent installation.
You can specify the products and solutions that you want to download, and
you will receive the following items:

e baseinstallation system files
e product and solution files
e instalation instructions

Instructions about this process are described in “Downloading Base
Installation Libraries from the ESD Site” on page 3-3.
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Installation Methods

Tape Distribution

Every product shipment includes the following items:

e baseinstalation (BMI) tape containing the | SPF panels and programs
necessary to unload and customize BM C Software products and solutions

Note: TheBMI tapeis necessary to merge products from multiple
tapes. To install products from a single tape, the BMI tapeis not
necessary. The BMI tape can also be used to initiate an FTP
download from the ESD site.

e oneor more product tapes containing BM C Software products and
customization steps that are required by the products

Note: Installation libraries are aso included on product tapes and can
be used for a one-tape installation when all required products
reside on asingle tape. Tape merging requires the BMI tape
unload procedures.

Installation Methods

BMC Software supports Standard (IEBCOPY) installation and System
Modification Program Extended (SMP/E) installation.

Standard Installation

The Standard installation method is a packaging option that allows you to
install your products and prepare them for maintenance in significantly less
time than atypical SMP/E installation and maintenance procedure. If you
choose the Standard installation, you do not need SMP/E experience.

Standard distribution sets contain files for unloading, customizing, and

executing products. Some products a so include jobs for setting up an
optional SMP/E maintenance environment.
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SMP/E Installation

The SMP/E method is a product installation and maintenance program that
BMC Software supports to comply with customer requirements. SMP/E is an
IBM® packaging program that installs and services any software that is
packaged as a system modification or SY SMOD. Using SMP/E requires
SMP/E skills and takes more time and effort than a Standard installation.
CPU processing time and resource requirements to install a product with
SMP/E are extensive.

SMP/E product distribution files contains modification control statements

(MCSs) and relative files (RELFILEs) for SMP/E product installation and
maintenance.

Installation Considerations

This section describes options for installing and maintaining BMC Software
products. It helps you determine which product installation method (Standard
or SMP/E) is appropriate for your site’s installation and maintenance goals.
The method that you choose should suit your product configuration needs,
while requiring the least amount of time and effort to install your products.
To help you choose the best method, you should determine the following
things:

» which BMC Software products are installed at your site

« which BMC Software products you plan to trial or add to your
installation

« maintenance level of each BMC Software product that isinstalled at your
site

« timeand effort that is required for product customization

e installer's knowledge of SMP/E procedures and terminol ogy
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Installing All New BMC Software Products

If you areinstalling al new BMC Software products for the first time, you
can choose one of the following installation methods:

order Standard distribution media containing any combination of BMC
Software products.

Note: All products are at current maintenance levels.

order SMP/E distribution media containing any combination of BMC
Software products.

Products are installed by using standard SMP/E procedures. A
cumul ative maintenance tape is shipped with the SMP/E product tapes.

Installing Trial BMC Software Products with Existing BMC Software Products

If BMC Software products are installed at your site and you are planning to
install atrial version of one or more new BM C Software products, you can
choose one of the following installation methods:

order Standard distribution media containing the new products for trial,
install the products, and run them with existing products on the same
CPU

order SMP/E distribution media containing the new products, and install
the product in your existing SMP/E data sets

order Standard distribution media containing your existing products and
new products

Note: Product installation isfaster than with SMP/E procedures. All
products are at current maintenance levels.

order SMP/E distribution media containing the new products, install the
productsin separate SMP/E data sets and run new and existing products
concurrently on the same CPU

If you decide to license the new products after the trial, you can use the
same SMP/E distribution files to install the products in SMP/E data sets
containing the existing products.
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Installation Methods

Applying Maintenance to Existing BMC Software Products

If BMC Software products are installed at your site and you want to update
the products to current maintenance levels, you can choose one of the
following installation methods:

» order a Standard product tape containing any combination of productsto
replace your existing products

Note: Product installation isfaster than with SMP/E procedures. All
products are at current maintenance levels. All existing products
must be customized again.

» apply maintenance by using program update tapes (PUT) files
Tip:  If you have many existing products, you should apply
maintenance with PUT files and SMP/E procedures. The effort
that is required to apply SMP/E-formatted maintenance is

normally less than the effort that is required to customize the
products again.

Product Maintenance Distribution Files

BMC Software maintenance distribution files update BMC Software products
that are installed with Standard or SMP/E methods. These maintenance files
contain the following items:

e authorized problem anaysisreports (APARS)
e program temporary fixes (PTFs)

APARs and PTFs are written to repair a product defect or add an
enhancement.

BMC Software provides the following types of maintenance files:
e candidate maintenance files (CAND)
e program update files (PUT)

e cumulative maintenance files (CUM)

The maintenance file types are discussed in the following sections.
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Installation Methods

CAND Files

PUT Files

CAND files are distributed only on tape media and contain candidate PTFs,
APARs, and HOLD data. Candidate maintenance addresses specific problems
that can be applied and verified selectively by a customer. The CAND tapeis

updated weekly.

PUT files are distributed on tape and by electronic download. These program
update files contain verified PTFs, APARs, and HOLD data. BMC Software

has tested these PTFs and APARs and has verified that they perform as
designed.

BMC Software supports the following PUT tape distribution options:

* upon customer request
e automatically, every second month
e automatically, twice per year

To request a PUT tape, call BMC Software Customer Support or send an
e-mail message to support@bmec.com with your contact information.

To register for either automatic option, send an e-mail message to
product_distribution@bmc.com.

Provide the following information in your request:

e PUT tape frequency requested (bimonthly or semi-annually)
* contact name

e company

* e-mail address

e shipping address

e business telephone number

Current PUT files are downloaded automatically from the ESD site when you

download the base installation libraries as described on page 3-3.
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Conventions

CUM Files

Conventions

CUM files contain recent, generally available (GA) fixes that have not yet
been merged into their base functions. CUM files apply only to SMP/E
installation and are used to supplement SMP/E installations.

The cumulative maintenance files may be updated in the following situations:
* when new PUT files are created

All PTFsand APARsin the PUT files are added to the cumulative
maintenance files. However, if an APAR isincorporated into a
maintenance update concurrently with the creation of PUT files, that
APAR is not added to the cumul ative maintenance files.

e when anew product release is made GA

All PTFs and APARs that are required for creating the GA level of the
product are added to the cumulative maintenance files. However, if an
APAR isincorporated into a maintenance update concurrently with the
release of a new product, that APAR is not added to the cumulative
maintenance files.

« when a severe product defect requiring an immediate fix is identified

These types of fixes are caled HIPER (High Impact/PERvasive). HIPER
PTFs and APARs are added to the cumulative maintenance files as soon
as they are verified by BMC Software customers.

Current CUM files are downloaded automatically from the ESD site when
you download the base installation libraries as described in “Downloading
Base Installation Libraries from the ESD Site” on page 3-3.

This section describes conventions that BMC Software uses during the
software installation process.

Making Selections

Throughout the installation system you are requested to make selections on
dialog panels. Unless otherwise stated, you select an item by typing the
“forward slash” character (/) or the character sin the appropriate space near
the item, then pressing Enter to continue.
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Keys and Commands

The installation system panels can provide messages at the bottom to indicate
which function keys are active. By default, the active function keys are not
displayed. To display the active keys, type the | SPF command PFSHOW on
the command line and press Enter.

Note: Someinstallation system panels use every available line of a panel to
display input variables. To display all variables, enter the | SPF
command PFSHOW OFF on the command line.

You can use the following commands and function keys to help you move
through the installation system panels:

HELP or F1 displays the Help panel for the current panel.

« END or F3 does not save changes and returns to the installation system
Main Menu.

e« CANCEL or F12 saves any changes and returns to the previous panel.
e Enter accepts the defaults or changes and continues to the next panel.
Note: You enter commands on the | SPF command line.

The following function keys help you navigate the installation system Help
panels.

« F3exitsthe Help panel and returns to the current dialog panel.
» F12returnsto the previous page of a multiple-page Help panel.
» Enter continuesto the next page of a multiple-page Help panel.

Data Set Names

The installation system uses | SPF conventions when it is processing data set
names. When you specify a data set name, the installation system determines
whether the TSO/E PROFILE NOPREFIX optionisin use. If the optionisin
use, the installation system does not append a prefix to the data set name. The
maximum length for data set namesis 44 characters, including the prefix (if
oneis used).
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Symbolic Variables

The installation system frequently uses symbolic variables in data set names,
data set prefixes, and job-statement information. A symbolic variableisa
variable name with an ampersand (&) prefix. In the ingtallation system, most
symbolic variables are related to keyword values that you specify in the
product options.

While the installation system is assembling product options, macro
processing triesto resolve all symbolic variablesin the listing. Most symbolic
variables are resolved when JCL is generated from a BM C Software product.
To prevent errors, the installation system doubles the ampersand for all
symbolic variables when necessary.

The double-character rule al'so applies to the following characters:

e single quotation marks within literal values if the literal is enclosed with
delimiting single quotation marks

e aperiodif the literal immediately follows a variable name

The following table illustrates the use of double characters:

Variable |Result

&& &

Volume Serial Number Identification

Every tapeisidentified by a unique volume serial number (VOLSER). The
VOLSER is printed on the tape label and is encoded electronically on the
tape. The VOL SER has the form xxayyy where

e Xxxisthetape code.

e aindicatesthe tapeinstallation format as follows:

— Pisan SMP/E tape.
— SisaStandard tape.

e yyyisauniqueidentifier.
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Naming Conventions for Product Packaging

BMC Software naming conventions classify product components while
alowing for future expansion. The conventions reflect product line
organization and classify machine-readable datathat is used during
installation as SMP/E setup, product installation, or product-specific
information.

BMC Software classifies system modifications (SY SMODs) by product line
and type. The nameis seven characters and is formed as Btpffwv or Btpnnnn,
where

B represents BMC Software.

e tindicatesthe SYSMOD type asfollows:

Value fort | SYSMOD Type

B Function
A APAR
P PTF

e pindicatesthe product line.
« ffisatwo-character identifier that is used only for afunction SY SMOD.

e wisatwo-digit version number that is used only for afunction
SYSMOD.

e nnnnisan APAR or PTF number within the product line.

Note: ThelettersC, D, E, and F are reserved for future APAR SY SMOD
use. Theletters Q and R are reserved for future PTF SY SMOD use.

The following examples show the types of SY SMODs:

« B (inthe second character position) indicates function SY SMODs.
Examples: BBBBX 16 and BBIBA26

e A (inthe second character position) indicates APAR SYSMODs.
Examples. BAB0001 and BA10002

e P (inthe second character position) indicates PTF SY SMODs.

Examples: BPB0123 and BPI10456
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Conventions

Naming Conventions for Standard and SMP/E Media Sets

This section describes the BMC Software naming conventions that are used
for product distribution sets. These names are used on the distribution files.
Naming conventions are required to avoid conflicts between system and
product data sets.

The following conventions apply to Standard and SMP/E data sets:

Data Set Name Variable | Description

tlibname target or runtime library DD or DDDEF name

dlibname distribution or maintenance library DD or DDDEF
name

ppp three-letter product code

Rnnn release number

ffname function name

ppprrrr three-letter product code and release number

Note: Uppercase characters represent literal character strings. Lowercase
characters (which are also italicized) represent variables. The $ prefix
identifies data sets that require special handling.

The release numbers in the preceding descriptions can include a combination
of one-digit or two-digit version, release, and madification levels. All of the
numbersin the version, release, and modification number are used in the data
set naming conventions. For example, version 1.1.00 would be shown as
1100.

Standard Installation Data Sets

BMC Software identifies product data sets for a Standard installation as
shown in the following examples:

e BMC.ppprrrr.tlibname

«  BMC.ppprrrr.dlibname

e  BMC.ppprrrr.UCLIN.DLIB.CS

e BMC.ppprrrr.UCLIN.TARGET.CSI
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SMP/E Tape Data Sets

BMC Software identifies product data sets for an SMP/E installation as
shown in the following examples:

e SMPMCS
«  BMC.ffname.Fnn

To use the high-level qualifier BMC, the RFDSNPFX parameter is required
in the header for the SMPMCS of all product FMIDs.

BMC Software, Inc., Confidential and Proprietary Information

Chapter 1 Introduction 1-19



Conventions

BMC Software, Inc., Confidential and Proprietary Information

1-20 0S/390 and z/OS Installer Guide



Chapter 2 Preparing for Installation

This chapter contains the following topics:

Installation Preparation Overview ..., 2-2
Using the Installation Checklist Generator . ...................... 2-2

Features of the Installation Checklist Generator . ............... 2-2

Running the Installation Checklist Generator .................. 2-3
UsingaWorksheet (optional) ............ ... i, 2-3
Obtaining Product Passwords. .. ...t 2-4
Determining Space Requirements . ..., 2-4
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Installation Preparation Overview

Installation Preparation Overview

BMC Software provides adynamic checklist generator to help with your
installation planning and organization. Many products also include printed
worksheets that identify installation requirements.

Review the cover letter and rel ease notes that are shipped with your product
for password information, system requirements, and other information that
you will need before proceeding with the installation.

Using the Installation Checklist Generator

To prepare for installing your BMC Software products, use the Installation
Checklist Generator utility, which is available on your documentation CD or
the BMC Software Web site.

Note: The Installation Checklist Generator does not support all BMC
Software products. To verify support, refer to the cover letter in your
product shipment.

Features of the Installation Checklist Generator

The Installation Checklist Generator allows you to select a set of BMC
Software products and produce an integrated checklist that outlines each step
you need to complete for a successful installation.

The checklist provides

e preparation steps you need to complete and the items you need to
assemble before you start the installation process

e installation tasks that will help you run the installation system to
successfully complete the installation process

e customization tasks that you must complete to get your product running
Note: Some products use a customization utility that you run from the
installation utility, on its own, or both. Some products describe
the customization tasks you need to perform within the
product-specific documentation.

Each checklist also provides references to additional information for each
task.

BMC Software, Inc., Confidential and Proprietary Information

2-2

0S/390 and z/OS Installer Guide



Using a Worksheet (optional)

Running the Installation Checklist Generator

Note: Thelnstallation Checklist Generator runs with Microsoft Internet
Explorer 4 or later, and Netscape Navigator versions 4.08 through
4.78, inclusive.

You can run the Installation Checklist Generator in the following ways:

e From the BMC Software Web site (which provides the most current
information):

1. Visit the 0S/390 and z/OS Installer page on the BMC Software Web
site at http://www.bmc.com/support/bmcsoftware_install.

2. Logonand click thelink for the Installation Checklist Generator.

To log on, first-time users can request a user name and password by
registering at the support page; you can request atemporary user name
and password from your BMC Software sales representative.

e From the documentation CD:
1. View the contents of your documentation CD in Windows Explorer.

2. Double-click the name of the documentation launch file (as described
on the CD insert).

3. Click thelink for the Installation Checklist Generator, as displayed in
the launch file.

Using a Worksheet (optional)

Another resource for instalation planning is the product-specific installation
worksheet, which isincluded in some products’ customization guides. The
worksheet contains alist of information you need to gather or decisions you
should make before beginning the installation and customization process,
such as

e thehigh-level qualifier for data set names
e installation library and data set names

e installation JCL information

e the names of databases

Refer to the product-specific customization guide to seeif the product you
are installing includes a worksheet.
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Obtaining Product Passwords

Obtaining Product Passwords

To activate a BM C Software product, you need to use the password for your
product. A Product Authorization Letter isincluded in your product
shipment.

The installation system offers three ways to establish license authority to
access and use BMC Software products:

* Review and edit the Product Authorization JCL that is packaged and
unloaded with products, and submit the JCL outside of the installation
system operation.

« Establish license authority within the installation system product
customization feature.

« Access the Product Authorization option from the installation system
Additional Options Menu. This option invokes the BMC Software
Security Facility which is fully documented in Appendix A, “BMC
Software Product Authorization.”

Note: Some BMC Software products can be authorized only during the
product customization process.

Information about product authorization is included in product technical
bulletins and release notes.

Determining Space Requirements

During the unload process, the installation system determines space
reguirements and automatically allocates various data sets according to the
products that you selected for installation. The installation system displays
the total space requirementsfor all products you selected.

You have the opportunity to increase the allocation for any or all data set
types. You can specifically increase the allocation for any data set type, or
you can specify that a percentage increase be applied to all data set
alocations. You may not decrease space allocations.
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Chapter 3 Using the Installation
System

This chapter contains the following topics:

GettingStarted . ... 32
Downloading Base Installation Librariesfrom the ESD Site. ... ... 33
Unloading Base Installation Libraries from the Distribution Tape . . 3-7
Creating a Customized Installation Library .. .................. 312

Running the Installation System. . ............ ... . .. 3-17
Starting the Ingtallation System . . ............... ... ...l 3-18
Managing Profiles ............ ... . 3-20
SpecifyingUser Options . ...t 3-23
Generating InstallationJCL . . ... i 3-25

Customizing Products. .. ... 3-28
Customizing Products with Standard Customization. ............ 3-29
Customizing Products with AutoCustomization .. .............. 331

Performing Other Installation Tasks. . .. ..., 3-37
Generating Jobs to Perform SMP/E Maintenance. .............. 3-38
Managing Product Licenses. . ........... ..o, 341
Product Cloning . . ......o i e e e 3-43

Cancellingthelnstallation ................ ... ..., 3-45
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Getting Started

Getting Started

Before running the installation system, you must first download the base
installation libraries from the distribution media and create an installation
environment, as follows:

1. Download or unload the base installation libraries from one of the
following sources:

« BMC Software Electronic Software Distribution (ESD) site

Instructions about this process are described in “Downloading Base
Installation Libraries from the ESD Site” on page 3-3 and are located
in the readme.htm file at the ESD site.

e distribution tape

Create and submit the initial JCL that unloads the libraries as
described in “Unloading Base Installation Libraries from the
Distribution Tape” on page 3-7. You can model your initial unload
JCL after the example in Figure 3-2 on page 3-9 or Figure 3-3 on
page 3-11.

2. Executethe REXX exec (included in the base installation libraries) that
invokes the installation system to set up your customized installation
library. Thistask is described in “Creating a Customized I nstallation
Library” on page 3-12.

When you have performed these steps, you are ready to install and customize
products or to apply maintenance to products.
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Downloading Base Installation Libraries from the ESD Site

Downloading Base Installation Libraries from the ESD Site

Summary:  Thebaseinstalation libraries comprise an installation library and aload
library. These libraries are required for initiating the installation system. Use
this procedure to download the base installation libraries from the BMC
Software ESD site.

This section describes two procedures to download the compressed base
installation libraries from the BMC Software ESD site:

e Todownload the libraries directly to your mainframe computer, follow
the procedure “To Download Files Directly to the Mainframe by Using
FTP"

» Todownload the libraries first to your personal computer, then to your
mainframe, follow the procedure “To Transfer Files by Using Your
Personal Computer and a Web Browser.”

Note: This procedure downloads files that you use only during installation.
It does not download any product files.

Before You Begin
Complete the following tasks.

e Obtain auser ID and password to gain access to the BMC Software
Electronic Software Distribution (ESD) site and to initiate an FTP
transfer from the site. You can request this information from your BMC
Software sales representative.

* Your BMC Software sales representative will inform you of any special
reguirements for accessing and downloading products and solutions. All
products require authorization before they can be run.

e You must obtain additional documents to ensure successful installation
and customization of BMC Software products and solutions. You can
request printed books or a CD containing the documents from your BMC
Software sales representative. You can also view, download, or order
documents from the BMC Software Web site.

Review all release notes, technical bulletins, and flashes that are
associated with your products.

« Back up your current version of the products. Copy and save your current
installation and product libraries.
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Downloading Base Installation Libraries from the ESD Site

To Download Files Directly to the Mainframe by Using FTP
Step 1  Create abatch job that is similar to the sample in Figure 3-1 on page 3-5:
1.A Ensure that the JCL isunnumbered; FTP reads all 80 characters.
1.B  Set CAPS OFF and NUM OFF.
1.C  Customizethe JOBCARD to comply with your site's requirements.
Note: A REGION parameter value of OM isrequired for thisjob.
1.D  Change boldface text in the INPUT DD section as follows:

Warning! The FTP server is case sensitive. All datain the INPUT
DD section must be entered in lowercase characters.

e Enter the userid and password that you obtained from BMC
Software.

e Enter the unit parameter.
e (optional) Enter volume and sms parameters.

Note: If these parameters are not used, delete the entire line; do
not leave blank linesin the JCL.

e Change nnnn to the version number that islisted on the ESD site
for the OZI binary imagefile.
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Downloading Base Installation Libraries from the ESD Site

e Change new data set nameto avalid data set name for your site.

Note: Thisdata set should not already exist; the data set is
created when the binary image file is downloaded.

» Makeany additional changes that are required by your site to get
outside your firewall.

Step 2 Submit the JCL to download the compressed libraries.

Step 3 After the job completes successfully, edit the downloaded data set according
to the instructionsin the file.

Step 4  Submit the edited JCL to decompress the base installation libraries.
Note: If you have adequate space allocated for your TSO session, you can

submit the JCL from within the member. Otherwise, save your
changes, exit the data set, and submit the data set (JCL) externally.

Figure 3-1 Sample FTP Download Job for the Base Installation Libraries

/1 JOB_NAME JOB (ACCOUNT), ' USER COMVENT' ,

11 CLASS=J0B_CLASS, MSGCLASS=M5G_CLASS,
/11 REG ON=OM NOTI FY=&SYSUI D

/| FTPGET EXEC PGVEFTP, REG ON=5120K,

/1 PARME' ft p. bnc. com (tineout 720 exit=8

/] SYSNMDUMP DD SYSOUT=*

/1 SYSPRI NT DD SYSOUT=*

/1 SYSOUT DD SysouT=*

/ | QUTPUT DD SysouT=*

/11 NPUT DD *

userid password

cd bnt/esd/ oz

bi nary

locsite rec=fb | r=80 bl k=6160

|l ocsite cy pri=20 sec=2

| ocsite u=unit

| ocsite vol =vol une

| ocsite stor=snms_storage_cl ass

| ocsite ng=sms_nanagenent _cl ass

| ocsite data=snms_data_cl ass

get bntozi-vnnnn-image. bin +
"new data set name’

qui t

/*

I
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Downloading Base Installation Libraries from the ESD Site

To Transfer Files by Using Your Personal Computer and a Web Browser

Step 1

Step 2

Step 3

Step 4

Using your browser, copy the file bmcozi-vnnnn-image.bin to your personal
computer desktop.

Copy thefile from your personal computer to your mainframe by using a
transfer program of your choice.

Note: Thefiletransfer must meet the following requirements:
e Thetransfer must be binary.

* Thedata set on the mainframe must be a Fixed Block 80
sequential file.

e Theprimary alocation must be set to 20 cylinders, and the
secondary allocation must be set to 2 cylinders.

After the transfer completes successfully, edit the downloaded data set
according to the instructions in the file.

Submit the edited JCL to decompress the base installation libraries.
Note: If you have adequate space allocated for your TSO session, you can

submit the JCL from within the member. Otherwise, save your
changes, exit the data set, and submit the data set (JCL) externally.

Where to Go from Here

When you have downloaded and uncompressed the base installation libraries,
you are ready to create a customized installation library. See “ Creating a
Customized Installation Library” on page 3-12.
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Unloading Base Installation Libraries from the Distribution Tape

Unloading Base Installation Libraries from the Distribution Tape

Summary:  Thebaseinstalation libraries comprise an installation library and aload
library. These libraries are required for initiating the installation system. Use
this procedure to unload the base installation libraries from tape.

Note: This procedure unloads files that you use only during installation. It
does not unload any product files.

If you plan to install products from more than one product distribution tape,
or if your products require shared technol ogies from the common
components tape or an infrastructure tape, you must unload the base
installation libraries from the base installation (BMI) tape that isincluded in
your product shipment (or you can download the base installation libraries
from the ESD site). Follow the procedure “To Unload Installation Libraries
from the Base Installation (BM1) Tape” on page 3-8.

If al the products that you will install are included on one product tape, and
no product requires information from the common components tape or an
infrastructure tape, you can simplify the installation procedure by using the
installation libraries that are contained on that product tape. Follow the
procedure “ To Unload Installation Libraries from a Product Tape” on

page 3-10.

Warning! Theinstallation libraries that are included on a product tape are
specialized to install products from that tape only. To merge
products from different tapes into asingle load library, you must
use the installation libraries from the BMI tape.

If you received a common components tape or one or more
infrastructure tapes with your product, you must use the
installation libraries from the BMI tape.

Before You Begin

Consider the following information:

* Review the release notes, technical bulletins, and flashes that are
included with the product. These notices contain additional information
about the products on the media, including information that might have
been added after this book was published.

e Back up your current version of products before you begin the

installation process. Copy and save your current installation and product
libraries.
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Unloading Base Installation Libraries from the Distribution Tape

*  BMC Software recommends that you use unigue plan names, table
names, repository names, and qualifier names.

Tip:  If you have a compact disc drive available, locate this installation
guide on the documentation CD that was included in this product
shipment. You can copy Figure 3-2 or Figure 3-3 into the job that
you create in the unload procedure. Correct spacing and other
transferred errors.

To Unload Installation Libraries from the Base Installation (BMI) Tape

Use this procedureif you plan to install products from more than one product
distribution tape.

Warning! You must unload installation libraries from the base installation
tape (BMI) if the products you are installing require shared
technologies from the common components tape or an
infrastructure tape.

Step 1  Create abatch job, similar to the one shown in Figure 3-2 that copiestwo
files from the base installation tape:

1.A  Unload File 1 into the load library that the installation system will
use (for example, BMC.INSTALL.LOAD).

1.B  Unload File 2 into a partitioned data set (PDS, not PDSE) with the
low-level qualifier INSTALL (for example, BMC.INSTALL).

Note: In Figure 3-2, the variable BMIlymd represents the base installation
tape VOLSER. The variable hlq isthe high-level qualifier that you
chosein Step 1.A and Step 1.B. Modify the job card information
according to your site’s requirements.
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Unloading Base Installation Libraries from the Distribution Tape

Figure 3-2

Installation Libraries Unload Job (BMI Tape)

/1 JOB_NAME JOB (account),’ USER COMMVENT' ,

11

11

/1 UNLOAD
/1 SYSPRI NT
/1 SYSUT3
/1 SYSUT4
/ 1 BMCTLOAD
11

11+

/1 BMCTI NST
11

11+

/1 BMCI LOAD
11

11

11+

/1 BMCI | NST
11

11

11+

/1 SYSI N

CcorPY
CcorPY

CLASS=J0B_CLASS, M5GCLASS=M5G_CLASS,
REG ON=0M NOTI FY=&SYSUI D

EXEC PGVEI EBCOPY

DD SYSOUT=*

DD UNI T=SYSDA, SPACE=( TRK, (1, 1))

DD UNI T=SYSDA, SPACE=( TRK, (1, 1))

DD DSN=BMC. | NSTALL. LOAD, DI SP=0LD, VOL=SER=BM ynd,
UNI T=TAPE, LABEL=( 1, SL, EXPDT=98000)

S

DSN=BMC. | NSTALL, DI SP=0LD, VOL=SER=BM ynd,

UNI T=AFF=BMCTLQAD, LABEL=( 2, SL, EXPDT=98000)

S

DI SP=(, CATLG, DELETE), DSN=hl q. | NSTALL. LOAD,

UNI T=SYSDA, SPACE=( CYL, ( 45, 5, 100) ),
DCB=( RECFM=U, BLKS| ZE=23476)

DD DI SP=(, CATLG, DELETE), DSN=hl g. | NSTALL,
UNI T=SYSDA, SPACE=( CYL, ( 20, 5, 200) ),
DCB=( RECFM=FB, LRECL=80, BLKSI ZE=6160)

m*

| =BMCTLCOAD, O=BMCI LOAD
| =BMCTI NST, O=BMCI | NST

Step 2

Submit the batch job.

The base installation libraries are unloaded.
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Unloading Base Installation Libraries from the Distribution Tape

To Unload Installation Libraries from a Product Tape

Use this procedure only if dl the products that you will install are included
on one product tape.

Warning! You must unload installation libraries from the base installation
tape (BMI) if the products you are installing require shared
technol ogies from the common components tape or an
infrastructure tape.

Step 1  Create abatch job, similar to the one shown in Figure 3-3, that copies two
installation files from a product tape:

1.A  Unload File 1into the load library that the installation system will
use (for example, BMC.LITE.INSTALL.LOAD).

1.B  Unload File 2 into a partitioned data set (PDS, not PDSE) with the
low-level qualifier INSTALL (for example, BMC.LITE.INSTALL).

Note: In Figure 3-3, the variable xxxymd represents the product tape
VOLSER. The variable hiqg is the high-level qualifier that you chose
in Step 1.A and Step 1.B. Modify the job card information according
to your site’s requirements.
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Unloading Base Installation Libraries from the Distribution Tape

Figure 3-3

Installation Libraries Unload Job (Product Tape)

/1 JOB_NAME JOB (account),’ USER COMMVENT' ,

11
11

CLASS=J0B_CLASS, M5GCLASS=M5G_CLASS,
REG ON=0M NOTI FY=&SYSUI D

[ [ UNLOAD EXEC PGVEI EBCOPY
[/ SYSPRI NT DD SYSOQUT=*
/ | SYSUT3 DD UNI T=SYSDA, SPACE=( TRK, (1, 1))
/ | SYSUT4 DD UNI T=SYSDA, SPACE=( TRK, (1, 1))
/1 BMCTLOAD DD DSN=BMC. LI TE. | NSTALL. LOAD, DI SP=0LD, VOL=SER=xxxynd,
[/ UNI T=TAPE, LABEL=( 1, SL, EXPDT=98000)
/1*
/1 BMCTI NST DD DSN=BMC. LI TE. | NSTALL, DI SP=0OLD, VOL=SER=xxxynd,
/1 UNI T=AFF=BMCTLQAD, LABEL=( 2, SL, EXPDT=98000)
[]*
/1 BMCI LOAD DD DI SP=(, CATLG DELETE) , DSN=hl q. LI TE. | NSTALL. LQOAD,
/1 UNI T=SYSDA, SPACE=( CYL, ( 45, 5, 400)),
[/ DCB=( RECFM=U, BLKSI ZE=23476)
[]*
/1 BMCI I NST DD DI SP=(, CATLG DELETE), DSN=hl q. LI TE. | NSTALL,
/1 UNI T=SYSDA, SPACE=( CYL, ( 35, 5, 400)),
[/ DCB=( RECFM=FB, LRECL=80, BLKSI ZE=6160)
[]*
/1 SYSI N DD *

COPY | =BMCTLOAD, O=BMCI LOAD

COPY | =BMCTI NST, O=BMCI | NST

Step 2 Submit the batch job.

The base installation libraries are unloaded.

Where to Go from Here

When you have unloaded the base installation libraries, you are ready to
create a customized installation library. See “Creating a Customized

Installation Library” on page 3-12.
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Creating a Customized Installation Library

Creating a Customized Installation Library

Summary:

Before You Begin

When you have unloaded the installation library and the load library from the
base install ation media, you must create a site-specific installation
environment called the customized installation library. You can do this by
running a REXX exec that starts the installation system. The installation
system creates the customized installation library. You can run the REXX
exec from the TSO Commands panel. (This panel is displayed if you choose
the Command option from the ISPF/PDF Primary Option menu.) You can
aso run the REXX exec from any |SPF command line.

Note: Inthis procedure, the variable hiqisthe high-level qualifier that you
assigned to the INSTALL data set when you unloaded the base
installation libraries.

Unload the base installation libraries by completing the stepsin
“Downloading Base Installation Libraries from the ESD Site” on page 3-3, or
by completing the stepsin “Unloading Base Installation Libraries from the
Distribution Tape” on page 3-7.

Note: To avoid merge error ISPS105 (invalid keyword) when submitting
installation JCL to merge product tapes and when running the
BMCINSTL REXX exec, set the disposition of your |SPPROF or
| SRPROF data set to shared (DISP=SHR) in your logon procedure to
alow batch TSO to update the data set.

To Start the Installation System

Step 1

Execute the installation system from the TSO Commands panel.

A command line option displays a setup panel which allows you to specify
the names and locations of temporary data sets used during the installation.

Warning! If you are using SM S managed data sets, you must use the setup
option.

» To execute the installation system without the setup option, type the
following command:

EX 'hlg.INSTALL(BMCINSTL)'
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Creating a Customized Installation Library

For example, the following command uses the high-level qualifier
BMC.BMCI:

EX'BMC.BMCI.INSTALL(BMCINSTLY)

« To execute the installation system with the setup option, type the
following command:

EX 'hlg.INSTALL(BMCINSTL) 'SETUP’

When the Setup Options panel (Figure 3-4) is displayed, provide the
necessary information and press Enter.

Step 2

Figure 3-4 Setup Options Panel

BMC Software Install System Setup Options

/ Command ===>

During the installation process, the install systemw |l allocate sone
tenporary data sets to conplete the install process. The install system
will default the high level qualifier (HLQ of those data sets to your TSO
userid. If another HLQis desired, then it should be entered bel ow with any
other relevant data set requirenents.

Tenporary Data Set HLQ . (25 char. nax)
Tenporary Storage Cl ass (Specify Value if Required for SMS)
Tenporary Managenent C ass . (Specify Value if Required for SMS)
Tenporary Data O ass . (Specify Value if Required for SMS)
Tenporary Unit SYSALLDA

Tenporary VOLSER .

Reuse Previously Used Application-1D ($BMC) fromthe Install Library Y (Y/' N

Press Enter to continue.

/

BMC Software recommends that you use a unique high-level
qualifier.

Tip:
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Creating a Customized Installation Library

The BMC Software Installation Configuration panel (Figure 3-5) is
displayed. The Setup New Customized Installation Library optionis

presel ected.
Figure 3-5 Initial Installation Configuration Panel
/ BMC Software Installation Configuration V1.3.02 Initial Menu \
Command ===>

Wel come to the BMC Software Installation and Custom zation System The first
step of this process is the setup of a Custom zed Installation Library. It
is fromwithin this library that you will unload, custoni ze, and maintain the
BMC Software products and sol utions that you have purchased.
The Installation System has determ ned that you are using this process for the
first tine and has presel ected the Setup option for you.
Press Enter to continue.
S Setup New Customized Installation Library

Install notes: Fl=Help, F3=Exit, F12=Previ ous Panel
Sel ection is by / or S unless panel states otherw se

Copyright (C) 2002 BMC Software, Inc., as an unpublished |icensed work.

KAII rights reserved. /

Step 3 To continue, press Enter.

The system displays the Distribution and I nstall ation M ethods panel

(Figure 3-6).
Figure 3-6 Distribution and Installation Methods Panel
/ Sel ect Distribution and Installation Methods \
Command ===>

The BMC Software Installation process allows for products and solutions to be
distributed and installed fromnultiple distribution and installation nethods.

Sel ect the Distribution Method preferred for the BMC Software
products and sol utions being received.

El ectronic - Electronic Software Distribution
Tape - 3480 Cartridge Distribution
Select the Installation Method required for the BMC Sof t ware

products and sol utions being received.

Standard - Standard Installation
SMP/ E - System Modification ProgramInstallation

N /
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Creating a Customized Installation Library

Step 4

Step 5

Step 6

Step 7

Step 8

Step 9

Select the distribution method that you prefer.

« Electronic generates JCL that will download products from the BMC
Software ESD site.

Note: The BMC Software ESD site is password protected. The
installation system will prompt you for auser ID and password
when you initiate the el ectronic download procedure. Contact
your BMC Software sales representative or Customer Support
for avalid user ID and password.

» Tape generates JCL that will unload products from one or more
distributions tapes.

Sdlect the installation method that will be performed.
e Sandard generates JCL to perform an IEBCOPY installation.

e SMP/E generates JCL to perform a System Modification Program
installation.

Warning! You must specify the installation method that you ordered from
BMC Software. If you indicate the wrong method, your
installation will not be successful.

Press Enter to continue.

Specify aname for your customized installation library and provide job card
information as requested. Press Enter.

Specify the VOLSERs for your product distribution tapes, and press Enter.

The system displays the JCL that creates your customized installation library.
Review the comments at the beginning of thisjob.

Submit the JCL.
The customized installation library is created.

Note: To end this procedure and return to the initial panel, press F3.

Where to Go from Here

When you have created your customized installation library, you are ready to
run the installation system. See “Running the Installation System” on
page 3-17.
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Running the Installation System

Running the Installation System

When you have created your customized installation library, you can run the
installation system to perform installation tasks such as:

» unloading products from the distribution media

e customizing products for execution on your system

» applying maintenance to enhance functionality and correct problems
« establishing password authority to run the installed products

e cloning products to run on subsystems within your environment

The installation system also allows you to customize the installation process
and save installation variablesin profiles. You can retrieve these profiles for
subsequent installations and restarts.

You start the system from an | SPF command procedure. If you used the same
high-level qualifier for the installation library and the load library when they
were unloaded from the base installation tape, the installation system will
determine the location of the appropriate load library. Otherwise, you will be
prompted for the name of the load library that was delivered with the
installation system.
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Starting the Installation System

Starting the Installation System

Summary: Use this procedure to start the installation system and display the Main
Menu, which provides access to the primary functions that are available.

Before You Begin
Complete the following tasks.

e unload theinstallation system, as described in “Unloading Base
Installation Libraries from the Distribution Tape” on page 3-7 or
“Downloading Base Installation Libraries from the ESD Site” on

page 3-3

e create a customized installation library, as described in “Creating a
Customized Installation Library” on page 3-12

The installation system uses the ZUSER symbolic to create temporary data
sets for the installation process and to identify the installer in the comments
of the installation JCL. If you prefer to use ZPREFIX instead of ZUSER, you

must edit member HLQ.INSTALL (BMICX00). In member BMICXOQO0, find
the keyword UNCOMMENT and follow the instructions that are provided.

To Start the Installation System

Step1  From the Installation Configuration Initial Menu (Figure 3-7), choose Install
and Customize Products and Solutions.

Step 2 Press Enter.
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Starting the Installation System

Figure 3-7 Installation Configuration Initial Menu

/ BMC Software Installation Configuration V1.3.02 Initial Menu \
Conmand ===>

Wel come to the BMC Software Installation and Custom zation System The first
step of this process is the setup of a Custom zed Installation Library. It
is fromwithin this library that you will unload, custom ze, and nmintain the
BMC Sof tware products and sol utions that you have purchased.

If you are executing this process for the first time for this rel ease,
sel ect setup to create a new Customi zed Installation Library. O herw se,
select to Install and Custom ze your BMC Software Products and Sol uti ons.

Sel ect an option then press Enter to continue.

_ Setup New Custonized Installation Library
S Install and Custom ze Products and Sol utions

Install notes: Fl=Help, F3=Exit, F12=Previ ous Panel
Sel ection is by / or S unless panel states otherw se

Copyright (C 2002 BMC Software, Inc., as an unpublished |icensed work.
\ Al'l rights reserved. /

The installation system displays the Main Menu (Figure 3-8).

Figure 3-8 Installation System Main Menu
/ BMC Software Installation SystemV1.3.02 - Main Menu \
Command ===>

Manage Repository/Profile option preselected. Press Enter to continue.

/  Manage Repository/Profile Create, Browse, Copy or Delete Existing Profile.

User Options Specify User Paraneters for Installation.
Product Install Speci fy Product(s) to Unl oad.

Product Custom zation Specify Product(s) to Custom ze.

Addi tional Options Product C oning, Mintenance, Security, etc...

CICS, DB2, IBM IMs and MW/S are registered trademarks of International

\ Busi ness Machi nes Cor p. /

Where to Go from Here

You are now ready to perform installation system functions. If you are
running the installation system for the first time, you must create a profile
repository before you can proceed with other functions. See “Managing
Profiles’” on page 3-20.
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Managing Profiles

Managing Profiles

Summary:

Before You Begin

This procedure describes how to create arepository for storing installation
profile information. A profileis a data set containing installation variables
and customization options. The Profile Management feature allows you to
reuse profiles created earlier by the OS/390 and z/OS Installer.

Start the installation system, as described in “ Starting the Installation
System” on page 3-18.

To Create a Profile Repository

Step 1

From the installation system Main Menu, choose Manage Repository/Profile
and press Enter.

Note: If you are running the installation system for the first time, Manage
Repository/Praofile is the only selection that is available from the
Main Menu.

The system displays the Repository/Profile Options menu (Figure 3-9).

Figure 3-9 Repository/Profile Options Menu

Conmmand

=_==>

Change options as necessary. Press Enter to continue.

Repository Data Set . . . . . . HLQ. CUSTOVER. DEFI NED. BMCREPO

Repository Storage Class . . . (Specify Value if Required for SMS)
Repository Management Class . . (Specify Value if Required for SMS)
Repository Data Class . . . . . (Specify Value if Required for SMS)
Repository Unit . . . . . . . . (Blank to use Installation Unit)

Repository VOLSER .

BMC Software Install Repository/Profile Options \

Repository Profile ID. . . . . BM ID containing Installation Paraneters
Profile SystemNane . . . . . . <system|D>
Profile Data Set HLQ . . . . . (30 char. nax)
Profile Data Set Description. .
Manage Profiles . . . . . . . .Y (YI'N
Reset Profile ID . . . . . . . (Y/'N) - Function Not Avail able

\ Entry Field Delimter . . . . . 3 (1. Underscore 2.Reverse Video 3. Non(y
Step 2 Specify arepository data set name.

BMC Software, Inc., Confidential and Proprietary Information

3-20

0S/390 and z/OS Installer Guide



Managing Profiles

Step 3 (optional) Specify the storage class, management class, and data class for the
repository if required for the Storage Management System (SMS).

Step 4  (optional) Specify the repository VOLSER.
Step 5  Specify arepository profile ID for the installation parameters.

The installation system uses the ID that you specify and the suffix PROF to
form the profile data set low-level qualifier. The ID can be up to four
characters. The system stores the profile ID in the following locations:

e output JCL data set that you hame when you specify user options
e ISPF profile data set (ISPPROF) that is associated with your user 1D
e customized installation library that you created

Warning! If you use an existing profile, you must review the installation
parameters carefully. Failure to change the required parameters
during the new installation procedure can cause severe errors
when you submit the installation JCL. For example, if you do not
change a DB2 plan name from a previously specified value, you
can overwrite a plan that your current installation uses.

Step 6  Specify a profile data set high-level qualifier and description in the fields that
are provided.

Step 7 (optional) Select to Manage Profiles and press Enter.
This option lists the profiles that are available in your profile repository
(Figure 3-10). The profiles are listed chronologically, beginning with the

most recently used profile. You can view, copy, delete, or use any of the listed
profiles.
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Figure 3-10 Repository Listing

/ ----------------- Repository Listing ------------- Row 12 to 20 of A

COVMAND ===> SCROLL ===> CSR
Profile Libraries found in BMC TEST. BMCREPO
Enter Sor / to view Profile Information
Enter P to Create Print JCL for the Profile Report
Enter Cto Create a copy of requested Profile
Enter Dto Delete a Profile fromthe Repository
Enter Uto Use a specific profile
Sel Created Prof Type Description System Ti me
_ 06/ 30/ 2002 BMCI U TEST PROFI LE SYSP
_06/30/2002 BMCI U  TEST PROFILE SYSP
_ 06/30/2002 BMC2 U  TEST PROFILE DB2A
_ 06/ 30/ 2002 AAA2 U I NSTALL CAT MANAGER DB2A
_ 06/30/2002 AAA3 C | NSTALL AUTOOPERATOR DB2A
_06/30/2002 BMC1 C  TEST PROFILE SYSP
_ 06/ 30/ 2002 BMCI U TEST PROFI LE SYSP
_ 06/30/2002 BMC5 C  TEST PROFILE SYSO :
\ _ 06/30/2002 BMC4 C  TEST PROFILE SYSN : J

After performing profile management functions, you return to the
Repository/Profile Options menu.

Step 8  Verify that the values on the Repository/Profile Options menu are correct:
« To make changes, type over any values.
e Tosaveall values and return to the Main Menu, press Enter.
Where to Go from Here

When you have created a profile repository, you can specify user options on
the Main Menu. See “ Specifying User Options’ on page 3-23.
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Specifying User Options

Specifying User Options

Summary:

Before You Begin

To Specify User Options

Step 1

Step 2

This procedure describes how to specify user options that determine how the
installation system runs and where it stores the installation JCL. If you are
running the installation system for the first time, you must specify parameters
before continuing with any task. User options that you specify remainin
effect for all subsequent installation tasks until you or someone else changes
them.

Complete the following tasks.

unload the installation system, as described in “Unloading Base
Installation Libraries from the Distribution Tape” on page 3-7 or
“Downloading Base Installation Libraries from the ESD Site” on

page 3-3

start the installation system, as described in “ Starting the Installation
System” on page 3-18

create a profile repository, as described in “Managing Profiles’ on
page 3-20

From the installation system Main Menu, choose User Options and press
Enter.

Select an install ation/customization mode:;

Basic installation limits the number of panels that are shown for most
products to the common installation panels. This mode is useful for
installing trials or demonstrations.

Advanced installation displays all of the option panels for each product,
in addition to the common installation panels. This mode allows
migration from previous releases.
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Specifying User Options

Step 3

Step 4

Step 5

Step 6

Step 7

Select a navigation method (for advanced installation mode):

«  Automatic Navigation presents a step-by-step display of required
parameters. You must complete one set of parameters before proceeding
to the next set. This method is currently presel ected.

e User Controlled Navigation is currently not available.

Specify an installation JCL data set to contain the JCL that the installation
system generates.

Note: Use adata set name of your choice. The output JCL data set contains
the following items:

- dl jobsthat are used to install the selected products
* most CLISTsthat are used to run the selected products (Some
products do not require CLISTsin theingtallation JCL.)

Warning! If installation JCL already existsin the specified data set, it is
overwritten.

(optional) Specify the storage class, management class, and data class for the
Installation JCL if required for SMS.

(optional) Specify the installation JCL VOL SER.

To save your changes and return to the installation system Main Menu, press
Enter.

Where to Go from Here

When you have specified user options, you can unload products from the
distribution media. See “ Generating Installation JCL” on page 3-25.
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Generating Installation JCL

Summary:

Before You Begin

When you have supplied user options, you are ready to select productsto
unload from the distribution media. This procedure generates installation
batch jobs (JCL) that you can review and edit if necessary. Executing the JCL
will unload the products that you selected into your environment.

Complete the following tasks:

e unload the installation system, as described in “Unloading Base
Installation Libraries from the Distribution Tape” on page 3-7 or
“Downloading Base Installation Libraries from the ESD Site” on

page 3-3

e dart theinstallation system, as described in “ Starting the Installation
System” on page 3-18

«  gpecify user options, as described in “ Specifying User Options’ on
page 3-23

Note: For those products that require SAS/C transient libraries, the
installation system optionally unloads version 6.5 of the SAS/C
transient library during the unload process.

If you choose not to unload the SAS/C library, you must ensure that
the SAS/C transient library (version 6.5 or later) existsin the link
list.

If you choose to unload the SAS/C library, the installation system
unloads a copy of the library into the load library that is designated
for your BMC Software products.

To Generate the Installation JCL

Step 1

From the installation system Main Menu, choose Product Install and press
Enter.

Note: If you have previously run the installation system, a Checkpoint
panel is displayed. You can start over or you can resume from one of
the listed checkpoints.
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Generating Installation JCL

Step 2

Step 3

Step 4

Step 5

Step 6

The Product Selection panel lists all products that are available in the
customized installation library which you created when you first ran the
installation system.

On the Product Selection panel, select the products that you want to install.

Note: If you select to install a BM C Software solution, you may not select
toinstall an individual component product of that solution. A
message will inform you that you have selected a product that is
dready included in a selected solution.

To continue, press Enter.

A panel displays the products you have selected for installation.

Verify that the displayed products are correct.

« If thelisted products are correct, press Enter to continue.

« If thelisted products are not correct, press the F12 key until you return to
the Product Selection panel. Make corrections and continue.

If you selected to install aBMC Software solution, a panel displays the
component products in the solution. You have the opportunity to remove
component products from the solution.

Warning! Removing acomponent can result in improper solution
performance. BMC Software recommends that you install all
solution components.

To continue, press Enter.

Severa panelsare displayed, requesting information for each product that
you chose in Step 2.

Note: Theinstallation system determines installation requirements based
upon products you aready have installed. You will be requested to
supply the location of some installed products.

Supply information for each product as requested. If necessary, modify the

displayed value. When you are satisfied with the choices, press Enter to
continue.
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Step 7 Generate the batch jobs to unload the products from the distribution media:
Note: Downloading and uncompressing products from the BMC Software
ESD site requires approximately twice the DASD as atape unload.
This space is recovered automatically after the uncompression
procedure is compl ete.

7.A  Inthe JCL Generation Option panel, specify one of the following
options:

« Generateinstallation batch jobs in the data set that you entered in
“Specifying User Options’ on page 3-23.

Batch jobs that unload the product libraries from the media are
generated. If installation batch jobs already exist in the specified
data set, they are overwritten. The status of the JCL generation is
updated on the panel asit occurs.
e Skip batch-job generation, and display the next panel.
Note: No ingtallation batch jobs are created.
7.B  PressEnter to generate the batch jobs.

Batch job streams that are used for product installation are created.

7.C  Whenall required jobs have been generated, press Enter to display
the list of generated jobs.

Review the product documentation for additional installation
reguirements.

Step 8  Submit the generated JCL to complete the installation:
e |If you are performing a Standard installation, see to “Running JCL for a
Standard Ingtallation” on page 4-2 for information about the JCL that you
have generated and instructions for submitting those jobs.
e If you are performing an SMP/E installation, see “ Running JCL for an
SMP/E Ingtallation” on page 4-8 for information that you must consider
before submitting these jobs.

Step 9  To exit the JCL generation process, press F3.
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Where to Go from Here

You can begin the dialog that generates JCL to customize your products (see
“Customizing Products’ on page 3-28), or you can return to the installation
system Main Menu. In most cases you must perform product customization
before the product is ready for execution.

Customizing Products

Customization assigns values to default options and prepares a product for
execution. BM C Software supports two customization procedures.

e Standard customization is used to customize products that are not SMP/E
enabled.

e AutoCustomization is used to customize products that are SMP/E
enabled.

The procedure to customize a product is determined automatically. When you
choose to customize products from the Main Menu, available products are
displayed in association with the appropriate procedure.

When you select the products to be customized, the dialog will direct you
through the Standard customi zation or the AutoCustomization dialog. If both
customization procedures are required for your products, you can choose
which procedure to perform first. After completing the procedure, the
installation system returns you to the panel of available products where you
can choose to continue customization or exit the dialog.
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Customizing Products with Standard Customization

Summary:  The Standard customization procedure generates JCL that assignsinitial
operating parameter values to products that are not SMP/E enabled.

Before You Begin

Complete the dialog for unloading your BM C Software products as described
in “Generating Installation JCL" on page 3-25.

Note: Review your product's rel ease notes to determine whether there are
unigue customization requirements. If the release notes do not
specify any additional information, follow the steps in this section.

To Customize Installed Products with Standard Customization

Step 1  From theinstallation system Main Menu, choose Product Customization and
press Enter.

Note: Inaddition to the Main Menu, you can enter the customization dialog
directly following the dialog to generate installation JCL.

The Product Verification panel lists the products that you selected to install
with the appropriate customization procedure. This panel is not displayed if
only one customization procedure is required for your products.

Step 2 |If prompted, select Standard customization to customize products that are not
SMP/E enabled.

The installation system presents a series of panels requesting information
about your current system and the products you are installing. Be prepared to
supply release levels of installed products, library names and locations, and
other information.

Note: If maintenanceisavailable for a product you are installing, you will

have the opportunity to apply the maintenance rather than proceeding
with afull installation.
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Step 3

Step 4

Step 5

When prompted, supply the requested information or verify the displayed
information. To continue, press Enter.

Note: Information requirements are specific to each product that you are
installing. Refer to product customization guides for more
information.

When you have completed the customization dialog, the Final Tasks panel is
displayed.

From the Final Tasks panel, select to

e proceed directly to the Product Authorization dialog
e review your customization choices
e generate customization JCL

To continue with your Final Task selection, press Enter, or press F3 to return
to the Main Menu.

Where to Go from Here

After completing the dialog to generate customization JCL, you can submit
the JCL to complete the installation and customization of your BMC
Software products as described in Chapter 4, “Running Installation JCL.”
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Customizing Products with AutoCustomization

Summary:

AutoCustomization assignsthe initial operating parameter values to
SMP/E-enabled products.

AutoCustomization is an interactive, online |SPF dialog that is provided by
BMC Software to customize BM C Software products that are
SMP/E-enabled. AutoCustomization minimizes mistakes, propagates
information for shared customization steps, allows you to browse steps
before you perform them, and marks each step asit is completed.

Note: You can also bypass stepsif you prefer to perform the steps
manually.

You can get help at any time during AutoCustomization by typing HEL P on
the command line or pressing the Help key (F3). Requesting help at the first
customization panel provides an overview of AutoCustomization.

When you select one or more products, AutoCustomization presents a
comprehensive list of sequentially numbered steps that you must complete
before the product is operational. The number of steps varies depending on
the product. Most of the steps are required, but some are optional .

Tip:  BMC Software recommends that you browse all AutoCustomization
steps and compile alist of questions or required information before
selecting steps. Having al the information in advance allows you to
answer the questions promptly and helps you proceed through the
AutoCustomization processin an efficient manner.

Note: Although you can browse stepsin any order, you must select and
complete stepsin the listed order, because many steps share the
information in previous steps. Each step must be selected, eveniif itis
optiona and will be bypassed.

When all required steps are marked as completed, the product is operational.
When you return to the product list from the step list, the status of the
product changes from UNMODIFIED to OPERATIONAL.

If you bypass any required stepsin the list of numbered steps and return to
the product list, the status of the product is changed to INCOMPLETE and
the product is not operational .
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Alternatives to Running AutoCustomization through the Installation System
You can run AutoCustomization from an |SPF command line, independent of
the installation system. You can also customize your products manually,
without using the AutoCustomization utility.

Running AutoCustomization from a Command Line

You do not need to alocate any libraries or modify panels before running
AutoCustomization. To run AutoCustomization, follow these steps:

1. Onany ISPF panel command line, type the following command:
TSO EX 'HLQ.BBCLIB(BBCUSTY’
2. PressEnter.

3. Supply the high-level qualifier of your target libraries, as requested by
AutoCustomi zation.

4. PressEnter.

Note: Asan aternative to Step 3 and Step 4, you can supply the high-level
qualifier of your target libraries by providing a prefix parameter as
follows:

TSO EX 'HLQ.BBCLIB(BBCUST)' '"PREFIX(HLQY
AutoCustomization displays the Product Customization menu, where you can
choose a product to customize.

Manually Customizing Products

While AutoCustomization allows you to perform the minimum steps required

to make your product operational, manual customization allows you to

customize your products to best suit your needs.

The MAINVIEW Common Customization Guide contains additional
information, including alist of all products that you can manually customize.
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Before You Begin

Complete the dialog for unloading your BMC Software products as described
in “Generating Installation JCL" on page 3-25.

Note: Review your product's rel ease notes to determine whether there are
unique customization requirements. If the release notes do not
specify any additional information, follow the stepsin this section.

To execute AutoCustomization, you must use |SPF/PDF 2.3 or later. You
must ensure write access to the following items:

+ SYSLPARMLIB

e JES procedure library (SY S1.PROCLIB or equivalent)

e previously APF-authorized load library

e« SYSLVTAMLST or equivalent for MAINVIEW Alternate Access

For any additional authorization requirements for the product that you are
customizing, see the documents that were shipped with your product. These
documents also describe any additional customization that you must perform
to implement optional product functions.

Note: If you installed BMC Software products in multiple target and
distribution zones, you must run AutoCustomization for each set of
target libraries and distribution libraries.

To Customize Installed Products with AutoCustomization

Step 1

Step 2

Step 3

From the installation system Main Menu, choose Product Customization and
press Enter.

The products that you have unloaded are listed with the appropriate
customization procedure.

To customize the listed SMP/E-enabled products, select AutoCustomization.

If you are prompted, enter the high-level qualifier of your product libraries
and press Enter.

The Product Customization menu displays the status of each product.
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A sample Product Customization menu is shown in Figure 3-11.

Figure 3-11 Sample Product Customization Menu
BMC Software ----------- PRODUCT CUSTOM ZATION -------------------- Row 1 of 6
COMVAND ===> SCROLL ===> HALF
Valid |ine comrand: Valid primry conmands:
S - Select a product for custom zation MAI NT - Recustom ze all products after
(you may select nmore than one) appl yi ng SMP mai nt enance
HELP - Display an overview of this
Pr oduct St at us product custom zation dial og
AUTOOPERATOR | NCOVPLETE
CMF MONI TOR | NCOWPLETE
I NTUNE OPERATI ONAL
MAI NVI EW Al ar m Manager OPERATI ONAL
MAI NVI EW FOR MQSERI ES | NCOWPLETE
K MAI NVI EW FOR Cs/ 390 | NCOVPLETE /

Step 4  Select aproduct to customize, and press Enter.

The Product Customization Steps menu displays the steps that are required
for customizing a product and the status of the customization.

A sample Product Customization Steps Menu is shown in Figure 3-12.

Figure 3-12 Sample Product Customization Steps Menu
/BIVC Software --------- PRODUCT CUSTOM ZATI ON STEPS ---------- ROW1 TO 15 OF 21
COWAND ===> SCROLL ===> HALF
Valid |ine commands: Step Status(S) Step Flag(F) S
- Select a step. (Must be selected in sequence) ------ ---------
B - Browse a step. (No actions will be taken and + conpl et ed o optional
may be browsed out of sequence) - bypassed
Step S F Description Pr oduct
1 + Specify jobcards and ot her operational defaults SHR
2 + o | nplenment GDDM PGF support SHR
3 + 0 Deternmine if support for Katakana terminals is required SHR
4 + Create site data sets for use with MAI NVI EW products SHR
5 + 0 Create historical data sets for use with MAI NVI EW products SHR
6 + Add our load library to your system APF [i st SHR
7 - 0 Add our load library to your systemlinklist SHR
8 + Create Cist for invoking MAI NVI EW products SHR
9 + 0o Reload all BBX services SHR
10 + Create procedure to start the CAS (Coordinating Address Space) SHR
11 + Create procedure to start the COVMON STORAGE MONI TOR ( CSMON) SHR
12 + Al'l ocate WKLDFI LE and PARMFI LE data sets for MS products SHR
13 + 0o Copy sanple CMF MONI TOR paraneter nmenbers from BBPARM t o UBBPARM CVF
14 + 0 Copy sanple CMF Online screen definitions from BBSAMP t o SBBSDEF CVF
15 + 0 Assenble and link the JES of fsets CSECT CMVF
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Step numbers are listed on the left side of the menu. To the right of each step
number is the status indicator:

e A plussign (+) indicates that a step was completed.
« A minussign (-) indicates that a step was bypassed.

The status indicator is blank initially. The indicator changesto aplus sign
when the step is completed. The indicator changes to a minus sign when the
step is selected but bypassed.

To theright of the statusindicator is an indicator for optional steps (o).

On the far right of the menu isthe Product step indicator. This indicator
shows whether the step is shared (SHR) or product-specific. In the example
shown in Figure 3-12, Step 1 through 12 are shared steps (indicated by SHR).
Step 13 through 15 are product-specific steps (indicated by the product name
abbreviation).

Step 5  On the Product Customization Steps menu, browse or select customization
steps as follows:

e Browse a customization step by typing B in the space to the left of the
step number that you want to browse, then pressing Enter.

Note: You can browse stepsin any order.

When you browse a step, AutoCustomization displays a screen
containing information that is specific to that product. Each step might
have several screens, each with questions about customizing the
installation of the product.

e Sedlect acustomization step by typing Sin the space to the left of the step
number that you want to select, then pressing Enter.

Note: You must select stepsin the listed order. Because the information
that you provide in one step might be used in alater step, you
must complete each step before continuing to the next step.

When the step is complete (or bypassed), AutoCustomization returns to the
list of steps. The status of the selected step is updated.
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Step 6

You may exit AutoCustomization before compl eting the customization of a
product.

The status of each step remains as you left it until you continue
AutoCustomization. The status of the product on the Product Customization
menu changesto INCOMPLETE. When all required steps are marked as
complete, the product status changes from UNMODIFIED to
OPERATIONAL.

Where to Go from Here

Perform any other required steps for implementing each specific product, and
then verify that the product works properly by using it as described in the
appropriate reference or user guide for that product.

For any additional authorization requirements for the product that you are
customizing, see the documents that were shipped with your product. These
documents also describe any additional customization that you must perform
to implement optional product functions.
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Performing Other Installation Tasks

In addition to unloading and customizing BM C Software products, the
installation system provides the following functions:

» applying SMP/E maintenance to qualified products
» applying and maintaining product passwords

« performing special installations such as catalog indirection and
demonstration systems

» cloning product installations on other subsystems

These functions are available when you select Additional Options from the
installation system Main Menu.

Figure 3-13 Additional Options Menu

/ BMC Software Installation System Additional Options Menu \
Comand ===>

Sel ect an option. Press Enter to continue.

_ Product Mi ntenance Apply SMP/ E Mai nt enance.

_ Product Authorization Mai ntai n Product Authorization Passwords.

_ Additional Installs Addi tional Installs for Administrative Products.
_ Product d oning Addi ti onal DB2 Subsystem Processi ng.

N /
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Generating Jobs to Perform SMP/E Maintenance

Summary:

Before You Begin

BMC Software delivers maintenance tapes to upgrade products or repair
problems. The Product Maintenance feature manages maintenance for those
products that are SMP/E enabled. This procedure produces SMP/E batch jobs
inyour installation JCL library. Submitting the JCL performs maintenance on
your products.

SMP/E maintenance is available for those products that were installed with
the SMP/E method, or that were installed with the Standard method and
subsequently enabled for SMP/E maintenance by running the $890SM PE
job.

Note: SMP/E maintenanceis not available for all productsinstalled with
the Standard method. 1f no $B90SM PE job was generated when you
created your installation JCL, maintenance jobs are generated in the
product customization function of the installation system. For more
information, see “Customizing Products with Standard
Customization” on page 3-29.

If you performed a product installation by using the Standard method, you
must download SMP/E libraries before using this procedure to apply product
maintenance. You download the libraries by running the $890SM PE job that
was created when you initially generated your installation JCL. See“Running
JCL for a Standard Installation” on page 4-2.

To Generate SMP/E Maintenance JCL

Step 1

Step 2

From the installation system Main Menu, choose Additional Options and
press Enter.

From the Additional Options Menu, choose Product Maintenance and press
Enter.

The installation system presents panels that request job card information and
maintenance tape VOL SER identification.
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Step 3 When prompted, supply al required information.
Note: If you receive an error message indicating an invalid profile, you
must correct the problem and repeat the product maintenance
procedure. The following methods provide avalid profile:

e Fromthe Main Menu, choose User Options and specify the user
profile that was used during the product installation.

Repeat Step 1 through Step 3 as required.

e From the Main Menu, choose Product Install and generate
installation JCL for the products requiring maintenance. Do not
submit the installation JCL.

Repeat Step 1 through Step 3 as required.

Step 4  To apply maintenance to installed products, generate the batch jobs:

4.A  Inthe JCL Generation Option panel, specify one of the following
options:

e generate installation batch jobs in the data set that you entered in
“Specifying User Options’ on page 3-23

This option generates the batch jobs that apply maintenance to
your installed products. If maintenance batch jobs already exist
in the specified data set, they are overwritten. The status of the
JCL generation is updated on the pand asit occurs.
e skip batch-job generation, and display the next panel
Note: No ingtallation batch jobs are created.
4.B  To generate the batch jobs, press Enter.

Theinstallation system creates the batch job streamsthat are used for
applying product maintenance.

4.C  Whenall required jobs are generated, press Enter to display alist of
generated jobs.

The installation system generates and displays the JCL that performs
maintenance on your products. The maintenance jobs are located in the JCL
library that you designated in your user options and are identified with the
prefix $M.
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Step5  Review the generated JCL.
Note: You can edit thejobsif necessary.

Step 6  To apply product maintenance, submit the maintenance JCL in the order that
islisted.

Note: It isnot necessary to submit the generated jobs from within this
procedure. You can submit the jobs from your JCL library at any
convenient time.

Where to Go from Here
When you have completed the product maintenance dialog, you can return to

the Main Menu to perform other installation system tasks or you can exit the
installation system.
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Managing Product Licenses

Summary:

Before You Begin

When Customer Password Response of BMC Software processes a license
agreement for a product, it issues CPU authorization passwords. To run a
BMC Software product, you must have a password. This procedure describes
how to enter a password by using the BMC Software Security Facility.

Complete the following tasks:

«  gpecify user options, as described in “ Specifying User Options’ on
page 3-23

» review Appendix A, “BMC Software Product Authorization”
e obtain your BMC Software product authorization passwords

e review your product’s release notes to determine whether your product
has unique licensing requirements

Note: If the release notes do not specify any additional prerequisite
tasks, perform the stepsin this section.

To Invoke the BMC Software Security Facility

Step 1
Step 2

Step 3

Step 4

From the installation system Main Menu, choose Additional Options.
From the Additional Options menu, choose Product Authorization.

From the displayed list of products, select a product that requires
authorization.

The installation system invokes the Security Facility.

Provide the information as requested. (The Security Facility isfully
documented in Appendix A, “BMC Software Product Authorization.”)

The Security Facility displaysalist of products.
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Step 5  Repeat Step 3 and Step 4 for each product that requires authorization.
Step 6  To exit the Security Facility and return to the installation system Main Menu,
press F3.
Where to Go from Here

You can now use BMC Software products as specified in your license
agreement.

BMC Software, Inc., Confidential and Proprietary Information

3-42 0S/390 and z/OS Installer Guide



Product Cloning

Product Cloning

Summary:

Before You Begin

The product cloning function allows you to create a unique set of objects for
each installed DB2 subsystem. The JCL that is generated by this process does
not unload data sets from distribution media, but uses the data sets that were
unloaded when you performed your product installation. This procedure
describes how to clone BMC Software products on one or more specified
subsystems.

The product cloning function simplifies the process of creating unique sets of
objects for each installed DB2 subsystem. This function supports two cloning
installation paths. The path you choose depends upon the number of DB2
subsystems that you have and the amount of control you want to take with the
installation variables. The installation system supports the following cloning
options:

e UseSSID toingtall selected products on another DB2 subsystem. You
have full control to change parameters that are different for each
subsystem.

e UseMultiple SSID to create identical objects for many DB2 subsystems.

Product cloning uses parameters that were saved in your profile when you
first installed your products.

Requirements for performing cloned product installations are specific to the
products that you are installing. Refer to product customization guides to
determine cloning requirements and restrictions.

Generate installation and customization JCL for all products that you will
clone on DB2 subsystems.

Note: You are not required to submit the generated installation and
customization JCL prior to generating cloned product installation
JCL.
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To Clone Products on DB2 Subsystems

Step 1 Sdect Product Cloning from the Additional Options menu. Press Enter to
continue.

The Propagation menu displays subsystem installation options.
Step 2 Select the appropriate option:

« Select the SSID path to clone a product onto a single subsystem, where
you will control al variables for created objects.

Warning! Specify aunique high-level qualifier for generated SSID JCL
to avoid overwriting your existing installation JCL.

e Select Multiple SSID to clone a product onto many identical subsystems.

This process generates JCL for amodel subsystem installation. The
system copies the model JCL for each specified subsystem.

Step 3  When prompted, supply the requested information about products and
subsystems.

Note: Refer to your product customization guide for information specific to
the products you are cloning onto subsystems.
Where to Go from Here
When you have completed the product cloning dialog, you can return to the

Main Menu to perform other installation system tasks or you can exit the
installation system.
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Cancelling the Installation

At times it might be necessary to cancel the installation and revert to the
previous level of a product. For thisreason, you should ensure that a
compl ete backup of your current system is available before you begin the
installation process.

When you generate installation JCL, jobs are automatically created that will
restore your system to conditions that were in place before the installation.
These jobs are located in the installation JCL library that you specified when
you provided user options.

Table 3-1 describes these utility jobs.

Table 3-1 Installation System Utility Jobs

Member Name | Description

$BO0ODOC contains relevant information about the installation and
descriptions of generated jobs

Read this member before submitting any JCL.

#D99DCSI deletes global, target, and distribution zones that were created
during an SMP/E installation

#D98DTGT removes all product data sets from your SMP/E target libraries

#D99DDLB removes all product data sets from your SMP/E distribution
libraries

$99DUCL removes UCLIN data sets that are not needed after a Standard
installation ACCEPT job has been run for SMP/E-enabled
products

#D98DROP drops all DB2 data structures and frees all packages and plans

created during installation. Submit only when you want to
remove the installed products from your environment. As a
safeguard, you must edit the job before it will run.

#D99DLTE deletes all non-VSAM data sets that were created during
installation and VSAM data sets created by $C10VSAM.
Submit only when you want to remove the installed products
from your environment. As a safeguard, you must edit the job
before it will run.
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Chapter 4 Running Installation JCL

This chapter contains the following topics:

OVEIVIBIV . .ttt et e e e e e 4-2
Running JCL for aStandard Installation ......................... 4-2
Running Standard InstallationJCL .......................... 4-3
Running Standard CustomizationJCL........................ 4-5
Running JCL for an SMP/E Ingtallation. . ........................ 4-8
Checkingfor PTFSInError . ...t 4-9
ProcessingPTFHOLDData . ............coiiiiiiinnnt. 4-10
Setting Up the SMP/E Environment . ........................ 4-11
Preparing an Existing SMP/E Environment. . .................. 4-12
Creating aNew SMP/E Environment. . ....................... 4-15
Installing the Product LibrarieswithSMP/E. . ................. 4-16
Allocating and Constructing Product Data Setswith SMP/E . . . ... 4-18
Running JCL to Perform SMP/E Maintenance. . ................... 4-22
Preparing for SMP/E Maintenance ...............ccouvivn... 4-23
Performing SMP/E Maintenance. . ...t 4-24
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Overview

Overview

If you completed the procedures in Chapter 3, “Using the Installation
System,” the installation system generated jobsin your HLQ.JCL library.
This chapter guides you through reviewing and running those jobs to
complete the installation process. The procedures for running the jobs vary,
depending on which installation method you use.

e |If you areinstalling BM C Software products from Standard tapes, you
must compl ete the procedure in “Running JCL for a Standard
Installation.”

e If you are ingtalling products from SM P/E-formatted tapes, you must

consider environmental issues before running the JCL. “Running JCL for
an SMP/E Installation” on page 4-8 provides details.

Running JCL for a Standard Installation

To install products from Standard tapes, run the JCL shown in Table 4-1. The
remainder of this section provides instructions.
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Running Standard Installation JCL

Summary:  This procedure explains how to run JCL to unload BMC Software products
from Standard tapes. If you are using SMP/E tapes, go to page 4-8.

Before You Begin

Usetheinstallation system to generate the JCL, asinstructed in “ To Generate
the Installation JCL” on page 3-25.

Note: Before submitting JCL, set NUMBERS OFF on the | SPF command
line.
To Run Standard Installation JCL
Step 1  Review the jobs described in Table 4-1 that the installation system generated

in your HLQ.JCL library. You can modify the JCL if necessary. When you
are satisfied that the jobs are correct, proceed to the next step.

Table 4-1 Generated Jobs for a Standard Installation

JCL Member Description

$BOOUDOC provides documentation relevant to the unload JCL

$BO5SUNLD allocates libraries and unloads the products that you
selected for this installation

$BO9OSMPE downloads an SMP/E environment for future maintenance

Step 2 Submit the $BOSUNLD job to unload the product data sets from tape.

Step 3 Submit the $B90SM PE job to create an SMP/E environment for installed
products.

Note: The system generates the $B90SMPE job only for products that
require SMP/E maintenance. If the $B90SM PE is generated, you
must run the job before you can apply SMP/E maintenance to your
products.

The product unload is now complete. The product libraries reside in the data
sets that you specified in your user options (page 3-23).
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Where to Go from Here
Most products reguire customization before you can run them. You can return

to the installation system Main Menu to select the product customization
option or to perform other installation system tasks.

BMC Software, Inc., Confidential and Proprietary Information

4-4 0S/390 and z/OS Installer Guide



Running Standard Customization JCL

Running Standard Customization JCL

Summary:

This procedure explains how to run the JCL that was generated when you
followed the Standard Customization dialog.

The customization jobs that are generated vary, depending on the products
that you install and the customization features that you choose. The
installation system generates customization JCL in your HLQ.JCL library.
Typical customization jobs are listed in Table 4-2. Review the comment
section near the beginning of each generated job for function details.

Table 4-2 Generated Jobs for Standard Customization (Part 1 of 2)

JCL Member Description

$C0o0DOC provides documentation relevant to the customization JCL

$C10VSAM defines the VSAM message data sets that are required for the
products that you have selected for this installation

$C15PSWD applies product passwords in preparation for execution

$C20APF copies load modules to an APF-authorized library

$C21LINK copies all load modules required for RXDB2 to execute

$C24VTML compiles and links SLIB members

$C26XIMP copies the XIM parameter member to the data PDS

$C30DOPT creates and assembles the default options modules for the
products that you have selected for this installation. You
should verify that the parameter names and the data definition
names in this job are compatible with your site requirements.

$C31CPYS copies the generated recovery options to the ASG$DB2S
member in the HLQ.*.CNTL file

$C31HIST allocates the &DTVSGSPN DB2 history and LOGRANGE files
if they do not exist

$C32SOPT installs the “sort macro” modules for specific products

$C32VARS assists in setting up Control-O variables required by Smart
Recover

$C33CONX loads the Control-O rules required by Smart Recover

$C34INIT establishes the base AUTOEDIT variables in Control-O

$C35BNDI binds the utility plan needed to install DB2 products. The job
processes the installation worklist which contains DDL and
bind plan statements.

$C38ALTR alters the BMCCOPY and BMCXCOPY tables, adding
columns to each table if they do not already exist

$C38INDX builds additional indexes for existing common utility tables

$C39ALTR alters the common utility tables to the latest configuration
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Table 4-2

Generated Jobs for Standard Customization (Part 2 of 2)

JCL Member

Description

$CA0INST

executes a series of worklists to create the DB2 environment
for the products you have selected for this installation. The job
creates DB2 objects and binds application plans. The BMC
Software product load library must be APF authorized for this
job to complete successfully.

$C45COMD

assembles the CATALOG MANAGER command table

$C45COPY

copies JCL generated members to the appropriate libraries
where they will be used

$C55ICPY

installs SYSCOPY support. $C55ICPY must be submitted
after the product bind is run and must be resubmitted after
any rebind of the execution plan. The $C55ICPY job acquires
locks on DSNDBO01.SCTO02 and should be run during an
inactive time to avoid contention

$C58CONV

provides for BMCXCOPY migration from the COPY PLUS
database to the common utility database

$C60GRNT

grants user authority to the various product tables and plans

$C65MIG

unloads data from previous product releases. This data is then
loaded into the new environment by using the $I66MIG job.

$C66MIG

loads data from previous product releases into the new
environment

$C67COPY

produces an image copy of the new environment after
migrating data from a prior release

$CB6BALP

migrates data from previous releases of LogMaster to the new
environment in the specified DB2 subsystem

$C68DOM

migrates VSAM data for Performance products

$C70IVP

runs the installation verification procedure (IVP) for several
Utility and Backup and Recovery products. The job builds all
the required DB2 objects, loads the required data, and cleans
up after itself upon completion.

$CI0PZAP

refreshes Activity Monitor libraries after permanent zaps have
been applied to the existing loadlib

$CI7IA

runs a post-installation procedure for the Performance
products

Before You Begin

Use the installation system to generate JCL, asinstructed in “ To Customize
Installed Products with Standard Customization” on page 3-29.

Unload the BMC Software products that you will customize as described in
“Running Standard Installation JCL” on page 4-3.

Note: Before submitting JCL, set NUMBERS OFF on the | SPF command

line.
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To Run Standard Customization JCL

Step 1  Review the generated customization jobsin your HLQ.JCL library. You can
modify the JCL if necessary. When you are satisfied that the jobs are correct,
proceed to the next step.

Step 2 Runthejobsin the order listed and asinstructed in product documentation.

Return Codes Greater than 0

Return codes greater than 0 are specific to the job that is run and the products
that are referenced. Refer to the comment block near the beginning of each
installation job and its members for information about return codes greater
than 0.
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Running JCL for an SMP/E Installation

If you are ingtalling products from SM P/E-formatted tapes, you must
compl ete several tasks by using the JCL that is generated by the installation
system. Table 4-3 summarizes the tasks and provides references to detailed

instructions:

Table 4-3 Tasks Required for an SMP/E Installation
Task Reference
1. checking for PTFs in error page 4-9
2. setting up the SMP/E environment page 4-11
3. installing product libraries with SMP/E page 4-16
4. allocating and constructing product data sets with SMP/E | page 4-18

Before proceeding, note the following genera guidelines for installing BMC
Software products in an SMP/E environment:

e The SMP/E utility is described in these IBM publications:

— System Modification Program Extended User’s Guide
— System Madification Program Reference

« BMC Software products have common components. When installing
multiple BMC Software products into your SMP/E environment, you
should install them into one set of target and distribution zones. SMP/E
can then control the relationships among the components. Future
products and enhancements to existing products may also share
components that were distributed previously.

Warning! Do not install BMC Software products in zones that contain
products that were distributed or manufactured by vendors other
than BMC Software or IBM. BMC Software does hot recognize
the naming conventions of any vendor except IBM.

Also, if you areinstalling MAINVIEW AutoOPERATOR, you
cannot install it into a zone with IBM products because of hame
conflicts with elements WTO and SUB.

Note: Before submitting JCL, set NUMBERS OFF on the | SPF command
line.
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Checking for PTFs in Error

You should not apply PTFsthat are in error to your system. To determine
whether your products have PTFsin error, check the most recent technical
bulletins on the BMC Software Web site. For details about accessing the Web
site, see “Customer Support” at the beginning of this guide.

Thetechnical bulletins may indicate HOLD datafor PTFs that arein error.
Use the following procedure to process them. If none of your products have
PTFsin error, you can proceed to “ Setting Up the SMP/E Environment” on
page 4-11.
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Processing PTF HOLD Data

Summary:

Step 1

Step 2

Step 3

Step 4

If you determine that HOLD data exists for PTFsin error, use this procedure
to move that datato aHOLD data set.

Create adata set for HOLD data processing as described in the IBM book,
System Modification Program Extended Reference.

Use the following MCS statements to enter exception SY SMOD
HOLDDATA in your data set.

++HOLD( )
FMD(__ )
DATE(__ )
ERROR REASON( )
COMVENT ( )

Note: Theinstallation system generates JCL members $850HOLD and
$B55LIST in the HLQ.JCL library to process HOLD data. For
descriptions of these jobs, see Table 4-5.

To process HOLD data from your data set and list the exception SY SMODs,
use JCL members $B50HOL D and $B55LIST.

Review the hardcopy listings to determine whether any action needsto be
taken.
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Setting Up the SMP/E Environment

You must set up your SMP/E environment to prepare for installing the
product libraries. Thejobsin the HLQ.JCL data set install BMC Software
products into an existing environment or a new environment depending on
your responses on the installation panels.

This section provides step-by-step instructions for preparing an existing
environment (page 4-12) and for creating a new environment (page 4-15).

Upon completing the SMP/E installation dialog, the information job
$BOODOC is generated. Select thisjob for browsing or offline printing.
Review the contents for critical information about thisinstallation.

Warning! Prior to running the RECEIVE and APPLY processes on new
products or maintenance in an existing environment, run the
ACCEPT process on all previoudly installed products and
maintenance.
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Preparing an Existing SMP/E Environment

Summary: If during the installation process you chose to install your BMC Software
productsinto an existing SMP/E environment, the installation system
generated JCL in HLQ.JCL to create new target and distribution zones, if
necessary, and relate them to an existing global zone. This procedure
describes the generated jobs and considerations for running them.

Before You Begin

Use the installation system to generate the JCL, asinstructed in “To Generate
the Installation JCL” on page 3-25.

The SMP/E environment can have severa installation configurations that use

e existing global, target, and distribution zones
e existing global zones with new target and distribution zones

Review the following considerations for SMP/E zones.

Considerations for All SMP/E Environments with Existing Zones

For all SMP/E environments with existing zones, you heed to consider the
following issues.

« dlocating space
e updating the global zone

Before installing your products, you must consider the number of directory
blocks to alocate. Provide 400 directory blocks for the SMPTLIB. Failureto
alocate these directory blocks can result in SMP/E errors. Verify that your
DSSPACE parameters are as follows, where your site determines the xxx
values: DSSPACE (xxx,xxx,400). The last parameter must be 400.

You can use the following sample UCLIN to make the correct alocation:

SET BDY( GLOBAL)

UCLI N.

REP OPTI ONS( BAB)
DSSPACE( 200, 120, 400)
ENDUCL.
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Also, make sure that the global zone is updated with a BMC Software entry.
When new target and distribution zones share the same global zone, an
SREL (BOOL) entry must be included in the global zone before you can
install your products. The installation system generates the $820RELT job,
which includes an SREL (BOOL) entry.

If an SREL(BOOL) entry isfound in your global zone, it indicates that BMC
Software products have previously been installed on your system.

Considerations for Existing Global, Target, and Distribution Zones

Thetarget libraries contain multiple products. When libraries are shared by
multiple products, use the same high-level prefix for the target libraries that
you used previously. Common components between products, such as
BBIIS25 or BBISS26, are installed only once, and maintenance needs to be
applied only once.

Considerations for Existing Global Zones with New Target and
Distribution Zones

For aglobal zone connected to two sets of target and distribution zones,
common components are installed twice. Maintenance can be received once
in that global zone, but it must be applied to both sets of target and
distribution zones. If you want to execute multiple products together, you
need to concatenate the target libraries.

Note: If you areinstalling products that run in the BBI-SS PAS
(MAINVIEW AutoOPERATOR, MAINVIEW FOCAL POINT,
MAINVIEW VistaPoint, MAINVIEW for CICS, MAINVIEW for
DB2, MAINVIEW for IMS, or MAINVIEW for DBCTL), aBBI-TS
should be connected only to a BBI-SS PAS of the same release and
maintenance level.

In order to install your products and apply maintenance, the new target and
distribution zones must be related to the existing global zone. Theinstallation
system generates jobs $B10CCS| and $B25RELT, which alocate new target
and distribution zones related to the same global zone.
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To Prepare the Existing SMP/E Environment

Step 1  Review thefollowing JCL:

JCL Member Description

$B10CCSI creates new target and distribution zones

The installation system generates and requires this job only
when you are creating separate target and distribution
zones.

$B25RELT relates new target and distribution zones to an existing
global zone and updates the global, target, and distribution
zones with an SREL(BOOL) entry

Step 2 Submit the $B10CCSI job to create new target and distribution zones.

Step 3 Submit the $B25RELT job to relate new target and distribution zones to an
existing global zone.

Where to Go from Here

Proceed to “Installing the Product Libraries with SMP/E” on page 4-16 to
install your products in the SMP/E target and distribution zones.
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Creating a New SMP/E Environment

Summary:

Before You Begin

If during the installation process you chose to create a new SMP/E
environment, the installation system generated JCL to define new global,
target, and distribution zones and non-VSAM data setsto SMP/E. This

procedure describes the generated jobs and considerations for running them.

Use the installation system to generate JCL, asinstructed on page 3-25.

To Create a New SMP/E Environment

Submit the following jobsin the order listed to define the new global, target,

and distribution zones and non-VSAM data sets to SMP/E:

Table 4-4 JCL to Create a New SMP/E Environment

JCL Member Description

$B0O5CGBL creates a global zone

person conducting the installation.

If AutoCustomization is used, the prefix for the product
libraries must not be the same as the TSO user ID of the

global zone.

analyst.

$B10CCSI creates new, separate target and distribution zones
$B15CSMP allocates non-VSAM data sets
$B20RELT defines BMC Software options to be used for RECEIVE,

APPLY, and ACCEPT processing and relates new BMC
Software target and distribution zones to a global zone

To create new target and distribution zones only for BMC
Software products, you must relate these zones to the

A return code of 4 and ADD ASSUMED messages are
normal. If the job ends with a higher return code, check the
output and call your BMC Software technical support

Where to Go from Here

Proceed to “Installing the Product Librarieswith SMP/E” to install your

productsin the SMP/E target and distribution zones.
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Installing the Product Libraries with SMP/E

Summary:  This procedure explains how to unload product libraries with SMP/E. It
provides instructions on how to RECEIVE, APPLY, and ACCEPT product
functions and maintenance, and how to define target and distribution libraries
by using jobs that the installation system generates.

Before You Begin
Complete an SMP/E installation as described in “ Generating Installation
JCL" on page 3-25.
To Install Product Libraries
Step 1  Review thejobslisted in Table 4-5.

Note: Thesejobs require specia consideration before you submit them.
Review all descriptions and notes. Make modifications if necessary.

Table 4-5 JCL to Install Product Libraries

JCL Member Description

$B30RECP receives product tapes

Review the output, and write down the list of function
modification IDs (FMIDs) received from the RECEIVE
summary output. These FMIDs are used in the $B35LIST
job described below.

Note that you should use the $B35LIST and $B40REJT
instructions below only if you are installing your product(s)
in the same target and distribution libraries as other BMC
Software products.

$B35LIST lists the functions previously applied in target zones and
accepted in distribution library zones

Note that the installation system generates this member
only if you are installing a product(s) in the same target and
distribution libraries as other BMC Software products.

Submit the job to list functions previously applied in target
zones and accepted in distribution library zones.

Compare the FMIDs on this output with the FMIDs you
wrote down from the preceding $B30RECP job. On the list
you wrote down, note the FMIDs that are not duplicated in
$B35LIST. These are the new FMIDs that do not already
exist, which you will later APPLY and ACCEPT.
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Table 4-5 JCL to Install Product Libraries

JCL Member Description

$B40REJT $B40REJT rejects functions that were previously received,
applied, and accepted. A subsequent SMP/E RECEIVE of
functions that contain REWORK dates later than previously
applied and accepted functions are not processed. These
functions must be rejected selectively.

Warning: Do not reinstall previously installed functions
that are shipped with product upgrades.

Note that the installation system generates this member
only if you are installing one or more products in the same
target and distribution libraries as other BMC Software
products.

$B45RECS receives the PTFs from the cumulative maintenance tape or
program update maintenance tapes

Before you submit $B45RECS, be sure to review the
++HOLD, ++RELEASE summary report generated by the
hold step of this job, noting the PTFs included on your
maintenance tape.

Because the maintenance tape includes maintenance for
most MAINVIEW BMC Software products, output from
$B45RECS may include ++VER messages that indicate
maintenance for other products was not received. These
diagnostic messages cause a step return code of 4.

$B50HOLD receives HOLD statements that are stored in your data set

Note that you should do this step only if you called and
received HOLD data from BMC Software Customer
Support. (See “Checking for PTFs in Error” on page 4-9.)

$B55LIST lists HOLDDATA

SYSMODs that are held because of errors are released
automatically when an APAR or PTF resolves the error.
SYSMODs held for documentation or action must be
released with the BYPASS keyword in the APPLY JCL at
the end of the $B76APLY job.

$B60DOCL contains JCL to print PTF documentation from the
maintenance tape

Keep the product documentation, and insert it into the
appropriate book.

Step 2 Submit the JCL in the order listed.

Where to Go from Here

Proceed to “Allocating and Constructing Product Data Sets with SMP/E” to
finish the installation process.
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Allocating and Constructing Product Data Sets with SMP/E

Summary:  To complete an SMP/E installation, you must allocate product data setsin
target and distribution zones, and you must apply and accept all functions and
maintenance. The installation system generates JCL that accomplishes these
tasks. This procedure provides considerations and instructions for running the
jobs.

Before You Begin

Complete the ingtallation process for an SMP/E installation as described in
“Generating Installation JCL” on page 3-25.

The install ation system generates JCL to allocate and construct product data
sets. Review the generated jobs listed in the following table:

JCL Member Description

$B18ALOC allocates target and distribution data sets for products

$B27FSET defines FMIDSETS for new target and distribution zones

$B70DDEF defines data sets to SMP/E using DDDEF statements

$B75APCK performs APPLY CHECK for all functions and maintenance

$B76APLY applies all functions and maintenance

$B8OACCK performs ACCEPT CHECK for functions and maintenance
for a new installation

$B81ACPT accepts functions, PTFs, and APARs during a new
installation

To Create a Product FMIDSET

Note: Follow these steps only if you selected to create a product FMIDSET
on the product installation panels.

Step 1  Review comments near the beginning of the $B27FSET job.

Step 2 Submit the $B27FSET job.
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To Allocate Target and Distribution Data Sets

Step 1

Step 2

Step 3

Step 4

Review comments near the beginning of the $B18ALOC job.

Submit the $B18ALOC job to alocate target and distribution data sets for
products.

Note: Perform the following steps only if you selected to alocate data sets
with DDDEF statements on the product installation panels.

Review comments near the beginning of the $870DDEF jab.

Submit the $B70DDEF job to allocate data sets with DDDEF statements.

To Apply All Functions and Maintenance

Step 1

Step 2

Step 3

Step 4

Step 5

Perform APPLY checking before applying functions and maintenance:
1.A  Review the comments near the beginning of the $B75APCK job.
1.B  Submit the $B75APCK job to perform APPLY checking.

1.C  Review the $B75APCK output to verify that the expected functions
and maintenance will be applied by the $B76APLY job.

Note: A return code of 4 isnormal. If the job ends with a higher return
code, check the output and call your BMC Software technical
support analyst for assistance.

Review comments near the beginning of the $B76APLY job.

Change the BY PASS keyword to take appropriate action for system HOLDs,
for example:

BYPASS(HOL DSY S(DOC,ACTION))
This releases SY SMODs held for documentation and action.

Inspect the output from member $B35LIST and the output from member
$BAOREJT. Use the SMP/E SELECT operand to select all FMIDsin the
FMIDSET that do not appear in either the $B35LIST or the $B40REJT
output.

If the zones contain products other than BM C Software products, add the
FMIDs you wrote down as instructed in Table 4-5 or the equivalent
FMIDSET to the FORFMID parameter on the APPLY statement.
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Step 6

Step 7

Save your changes.
Submit the $B76APLY job to execute the APPLY.

Note: A return code of 4 isnormal. If the job ends with a higher return,
check the output and call your BMC Software technical support
analyst for assistance.

The target libraries are defined by product line, not by product. Some
products within a product line do not need all the target libraries for that line.
For this reason, The SMP/E APPLY might not use some target libraries. You
can delete the unused target libraries if you do not plan to install other BMC
Software products. However, do not delete the distribution libraries at this
time; they are needed for ACCEPT processing.

To Accept Functions, PTFs, and APARs

Step 1

Step 2

Step 3

Step 4

Step 5

Perform ACCEPT checking before accepting functions and maintenance:
1.A  Review the comments near the beginning of the $B8OACCK job.
1.B Submit the $SBBOACCK job to perform ACCEPT checking.

1.C  Review the $B80ACCK output to verify that the expected functions
and maintenance will be accepted by the $B81ACPT job.

Review the comments near the beginning of the $881ACPT job.

Note: Distribution libraries are defined by product line, not by product.
Some products within a product line do not need all the distribution
libraries for that line. For this reason, ACCEPT might not use some
distribution libraries. You can delete the unused distribution libraries
if you do not plan to install other BMC Software products.

Change the BY PASS keyword to take appropriate action for system HOLDs,
for example:

BYPASS(HOL DSY S(DOC,ACTION))

This releases SY SMODs held for documentation and action.

Add the FMIDs you wrote down as instructed in the $B30RECP entry in
Table 4-5 or the equivalent FMIDSET to the FORFMID parameter on the
ACCEPT statement.

Save your changes.
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Step 6  Submit the $B81ACPT job to execute the ACCEPT.
Note: Accept the functions as soon as possible.
« |If functions have not been accepted previously, the application of
future PTFs and functions may require concurrent reapplication of

functions (using REDO).

e Thetarget library data sets must be available, or ACCEPT processing
will fail.

e Thetarget library data sets might be archived or deleted if ACCEPT
processing is postponed.

« Accepting functions releases the disk space occupied by the relative
file data sets.

*  Functions must be accepted before a PTF can be restored (using
RESTORE) from the distribution zone in your system.
Where to Go from Here
Most products reguire customization before running. You can now return to

the installation system Main Menu to select the Product Customization
option or to perform other installation system tasks.
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Running JCL to Perform SMP/E Maintenance

BMC Software delivers product maintenance on three types of SMP/E
service tapes. These tapes are described in “ Product Maintenance
Distribution Files” on page 1-12. Regardless what type of tape you receive,
the installation system uses SMP/E to perform maintenance on installed
BMC Software products.

After you have completed the maintenance dialog (see “ Generating Jobs to
Perform SMP/E Maintenance” on page 3-38) the installation system
generates jobsin your JCL library. When submitted, these jobs perform
maintenance on installed BMC Software products.
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Preparing for SMP/E Maintenance

Summary:

Before You Begin

If you performed an SMP/E installation, your products are ready for SMP/E
maintenance. If you performed a Standard installation, the installation system
generated JCL that will prepare your installed products for SMP/E
maintenance. The following procedure describes what you must do to prepare
your Standard installation for SMP/E maintenance.

The Standard installation process creates the $890SM PE job, which prepares
your environment for SMP/E maintenance. $890SM PE builds and populates
zones, initializes the SMP/E environment, and allocates and populates
SMP/E support data sets and distribution libraries. Verify that thisjobisin
your HLQ.JCL library.

Note: Before submitting JCL, set NUMBERS OFF on the | SPF command
line.

To Prepare for SMP/E Maintenance

Step 1

Step 2

Assign ajob class or specify atime parameter that allows sufficient CPU
time for the $B90OSM PE job to complete. The CPU time required varies,
depending on the number of products you are installing.

Submit the $B90SM PE job.

Note: TheVSMALLOC step in thisjob may complete with areturn code
of 8. Thisisnormal and does not indicate an error condition.

Where to Go from Here

Your BMC Software products are now ready for SMP/E mai ntenance.
Proceed to “Performing SMP/E Maintenance.”
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Performing SMP/E Maintenance

Summary:

Before You Begin

To perform maintenance, use the jobs in your HLQ.JCL library that were
generated when you followed the “ Generating Jobs to Perform SMP/E
Maintenance” procedure on page 3-38. The instructions for using these jobs
arein the sections that follow.

If you are performing maintenance to products that were installed using the
Standard installation method, you must prepare for maintenance as described
on page 4-23.

Obtain the most recent technical bulletins for your products by accessing the
BMC Software Web site. The technical bulletins might indicate that you must
receive exception SY SMOD HOLD data before applying maintenance.
Technical bulletins may also contain other information made available since
your maintenance tape was produced.

To Receive SYSMOD HOLD Data

Step 1

Step 2

Step 3

If the technical bulletins indicate exception SY SMOD HOLD data, follow
this procedure:

Create an FB/80 data set.

Use the following MCS statements to enter exception SY SMOD HOLD data
in the FB/80 data set:

++HOLD( )

FMD(__ )

DATE( )

ERROR REASON( )

COMVENT( ).

Submit the $SM50HLD job to receive HOLD statements that are stored in
your data set.
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To Receive Maintenance Data

Submit the $M45RSCS job to receive maintenance data for both BBCUM or

BBPUT (cumulative maintenance or program update tapes) and BBCAND

(candidate PTFs, APARs, and HOLD data).

Note: Because the maintenance tape includes maintenance for all BMC
Software products, the output may include ++VER messages that
indicate that maintenance for other products was not received.

Therefore, the submitted job will get diagnostic messages with astep
return code of 4. These messages do not require any action.

To List SYSMODS with a HOLD Status

Step1  Submit the $SM55LST job to list any SY SMODs that have aHOLD status.
Note: SYSMODsthat are held because of errors are automatically released
when an APAR or PTF resolves the error. SY SMODS held for
documentation or action must be released with the BY PASS keyword
inthe APPLY JCL at the end of the #5A60APL job.

Step 2  Review the hardcopy listings to determine if you need to take any action.

To Print PTF Documentation

Step1  Submit the $M60DOC job to print PTF documentation from tape.

Step 2 Keep the product documentation and insert it into the appropriate book.

To Apply Functions and Maintenance Data
Step 1  Perform APPLY checking before applying functions and maintenance:
1.A  Review comments near the beginning of the $M 75APCK job.
1.B  Submit the SM75APCK job to perform APPLY checking.

1.C  Review the SM75APCK output to verify that the expected functions
and maintenance will be applied by the SM76APLY job.

Step 2 Review the comments near the beginning of the SM76APLY jab.
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Step 3

Step 4

Step 5

Change the BY PASS keyword to take appropriate action for system HOLDs,
for example:

BYPASS(HOL DSY S(DOC,ACTION))

This releases SY SMODs held for documentation and action.

Note: If you apply BBCAND maintenance, replace BPC001 with the ID
number(s) of the candidate PTFs to be applied on the APPLY
SELECT statement.

Save your changes.

Submit the SM76APLY job to execute the APPLY.

Note: $M76APLY appliesaselected list of PTFs and their prerequisites,

for BBCAND tapes, SM76APLY rejects all BBCAND maintenance
that is not applied.

To Accept Functions and Maintenance Data

Step 1

Step 2

Step 3

Step 4

Perform ACCEPT checking before accepting functions and maintenance:
1.A  Review the comments near the beginning of the SM80ACCK job.
1.B  Submit the $M80ACCK job to perform ACCEPT checking.

1.C  Review the SMB80ACCK output to verify that the expected functions
and maintenance will be accepted by the SM81ACPT job.

Review the comments near the beginning of the SM81ACPT job.

Change the BY PASS keyword to take appropriate action for system HOLDs,
for example:

BY PASS(HOL DSY S(DOC,ACTION))
Thisreleases SY SMODs held for documentation and action.

Save your changes.
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Performing SMP/E Maintenance

Step 5  Submit $M81ACPT to execute the ACCEPT.

Note: You should accept PTFs and APARs before applying the next
maintenance tape for the following reasons:

e Accepting PTFs and APARSs removes them from the SMPPTS
data set and makes the space available for additional use. The
data set must be compressed.

e Accepting the PTFs and APARs reduces the effort required to
restore future PTFs if and when required.

e The prerequisite chains will become long and complex if
ACCEPT processing is deferred. Periodic ACCEPT processing is
simpler.

Where to Go from Here

The latest maintenance is now applied to your products. To implement the
applied maintenance, it may be necessary to recustomize your products. To
recustomi ze those products to which maintenance was applied, repeat the
appropriate steps in the customization procedures you used when you tailored
your products originally.

If you used AutoCustomization to make your products operational, use the
following steps to implement maintenance.

1. Invoke AutoCustomization as described in “ Customizing Products with
AutoCustomization” on page 3-31.

2. Intheline command field of the main AutoCustomization panel listing
the BMC Software products, type

MAINT
If additiona steps are necessary, another panel appears; follow the steps

shown. If ablank screen appears, no additional steps are necessary; your
products are ready for use.
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Appendix A BMC Software Product
Authorization

This appendix presents the following topics:
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CPUFRAIUNES . .o e A-6
Product Maintenanceor VersionUpgrades . . .................. A-8
How to Obtain Passwords. . . ...t A-9
CPU Information . ... ... i A-10
Online Product Authorization. .. .......... ... ... .. ... A-10
ProcessingaPermanent Password . .. ...................coon.. A-11
Adding AuthorizationforaProcessor .. ............... . A-13
Deleting AuthorizationforaProcessor ....................... A-16
Replacing AuthorizationforaProcessor . ..................... A-19
Modifying Authorization for an Existing Processor ............. A-22
Resetting Authorization for All Processors .. .................. A-25
Processing a Temporary Password. . ......................... A-26
Displaying Product Authorization . .......................... A-27
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Return Codes . ... ..o A-34
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Overview

Overview

When Customer Password Response of BMC Software processes a license
agreement for a product, it issues CPU authorization passwords. These
passwords authorize specific CPUs (also referred to as processors) to run the
licensed product. Because BMC Software licenses its products for use on
individual CPUs, the passwords are product-specific and CPU-specific (one
license per product per CPU). To delete or replace an authorized CPU, you
must also have a password.

You use the BMC Software Product Authorization utility to apply passwords
and to change your CPU configuration.

Warning! The Product Authorization Utility does not apply to
MAINVIEW SRM and some other BMC Software products.
These products are authorized during the product customization
process. Review your product’s release notes to determine
whether there are unique licensing requirements and
authorization procedures.

The types of passwords are as follows:

e Temporary passwords areissued for product trials or in other specia
circumstances (for example, when a hardware failure prevents you from
using the authorized CPU).

e Permanent passwords are issued when you convert to a permanent
license, delete or replace a CPU, or modify the properties of a CPU or
the product-authorization tables.

Note: You do not need to apply passwords or update CPU authorization
when you install product maintenance or version upgrades.

Passwords can be processed in either of the following ways:

e aspart of an online procedure
e inabatch interface that uses ajob that is supplied on the product
distribution tape

This appendix describes the process that you use to apply passwords and to
reconfigure your CPU, either permanently or temporarily. If you have
additional authorization questions or concerns about the Product
Authorization utility, contact your BMC Software sales representative.
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Product-Authorization Tables

Product-Authorization Tables

When you apply passwords, the BMC Software Product Authorization utility
builds or updates product-authorization tables. The utility uses passwords to
create entries in the tables that define the authorization for the product and to
validate software licenses.

The types of product-authorization tables are as follows:

e The Product Authorization utility builds or updates a permanent
product-authorization table when you install or apply a permanent
password. The permanent table controls which CPUs are licensed to run
the product, based on the serial number, the model number, and the
submodel number of the unit.

e The Product Authorization utility builds or updates atemporary
product-authorization table when you apply atemporary password.

See “Product Authorization Passwords” on page A-4 for more information
about permanent and temporary passwords.

Product-authorization tables are product-specific and are identified by the
three-character product code, asin the following examples (where the
variable prd is the three-character product code):

prdTBL 3P (permanent)

prdTBL3T (temporary)

Problem Regarding Product-Authorization Table Installation

Do not install the Product Authorization tables into load modules that are
PDS/Es (partition data set, extended). PDS/E files cannot contain load
modules and data type objects together in the same file. The Product
Authorization table is adata file, normally stored in the product loadlib.

Installing Product Authorization tables into load module PDS/Es will cause a
failure when attempting to apply the password to the product library.

Detailed Error Message

13.10. 20

13.10.21

BMC Software, Inc.,

| ECO36I

002- CC, | GCO005E, RDACAL2S, SECSEC3B, SYSLI B, 582B, DEVS97,

| EA9951 SYMPTOM DUMP OQUTPUT

SYSTEM COVPLETI ON CODE=002 REASON CCDE=000000CC
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Product Authorization Passwords

Solution

This problem will be corrected in a future version of the Product
Authorization utility; however, the problem can be circumvented by
specifying adifferent library to contain the product-authorization tables. You
should allocate a separate PDS or PDS/E for the authorization table, and
specify this PDS or PDS/E when installing the password. If you have
guestions about the problem or the workaround, contact your BMC Software
Product Authorization technical support analyst.

Product Authorization Passwords

Valid passwords can include the following characters:

» the aphanumeric character set, excluding the letters | and O to avoid
confusion with the numbers one (1) and zero (0)

+ equal sign (=), “a” sign (@), and plussign (+)
Note: If your keyboard does not havethe “at” sign (@), you can use the

asterisk (*) in place of @. You can use these two characters (@
and *) interchangeably when typing passwords.

Permanent Passwords

Permanent passwords update a product’s permanent authorization table. Each
permanent password has one of the functions described in Table A-1. When
you apply a permanent password, the Product A uthorization utility
automatically recognizes that password’s function and prompts you
accordingly.

Table A-1 Permanent Password Functions
Function Description
Add authorizes one new CPU to run the product
Delete removes one CPU from the table, preventing that CPU from

running the product

Replace replaces one CPU in the table with another CPU, allowing the
new CPU to run the product in place of the old CPU

Modify modifies one or more properties of one CPU that currently exists
in the product-authorization table

Reset modifies the global properties of the product-authorization tables
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Temporary Passwords

BMC Software issues temporary passwords to customers who are evaluating
products on atrial basis or to customers who need to bypass product
authorization to run a product temporarily on an unlicensed CPU. Temporary
passwords have a specific expiration date, which is part of the password.

How to Apply Passwords

A password is an activation key for the software license, not the software
license itself. Apply your new passwords as soon as possible after you
receive them because temporary passwords have a limited lifespan, whichis
typically 30 days.

You can apply the new passwords before you completely install the product if
you have installed the Product Authorization utility and have created the
password library. Also, you can apply the passwords even if the product is
not yet running on a specific CPU. For example, if your installation process
requires that you install and run the product on atest system before migrating
it to the production system, you can apply the password for the production
system’s CPU, even though the product is not yet running there.

BMC Software products expect to find passwords in the library indicated in
the product BMCPSWD DD statement, if present. Otherwise, passwords are
located in the product load library.

Passwords are saved in the corresponding library during the installation
dialog execution.

How Products Are Licensed

You must use the Product Authorization utility in the following situations:

» for product trials and permanent licensing
e when upgrading to anew CPU
* when an authorized CPU fails

Note: Although you do not need the Product Authorization utility for
product maintenance and version upgrades, you must consider
certain issues that are associated with these upgrades. See “Product
Maintenance or Version Upgrades’ on page A-8 for more
information.
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How Products Are Licensed

Product Trials and Permanent Licensing

CPU Upgrades

CPU Failures

During atrial period for aBMC Software product, you can install and use the
product on any CPU by using atemporary password that you obtained from
your BMC Software sales representative. When you finish the trial and want
to obtain a product license, the following rules apply:

e You must purchase a product license for each CPU on which you will run
the product.

« BMC Software Customer Password Response issues a permanent
password for each combination of CPU and licensed product.

e Toenable aproduct on a CPU, you must add the permanent password
that isissued for that CPU. You do not need to reinstall and retest the
product.

* You caninstall multiple passwords in the same password library. This
capability lets you use the same password library to run a product on
multiple CPUs or to install a product at a central site and run it at remote
Sites.

When you upgrade to a new CPU, you must obtain a new per manent
password for each product that you want to use on that CPU. When you
install the new password, the old entry in the authorization table for the
product is replaced. The new table entry defines the authorization for the
product.

If ahardware failure or a disaster-recovery situation prevents the use of a
licensed CPU, BMC Software can provide atemporary license that lets the
product run on abackup CPU for alimited time. Before the temporary
license expires, you must acquire a permanent license for the new CPU or
you must resume using the original CPU. At the end of the grace period, you
can no longer run the affected product on the backup CPU. If the grace
period expires, you must obtain a new password to reset the grace period.
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How Products Are Licensed

Updating Product-Authorization Tables

To trigger the grace period, the license validation process must update the
authorization tables. If the password library must be WRITE-protected,
problems could occur with updates. To avoid problems, you can place the
authorization tablesin another data set and concatenate that data set to the
password library.

The concatenated authorization-table library should have the same DCB
attributes as the product’s load library. (The RECFM for the table library
must be U.) If you have several BM C Software products, you may want to
dedicate one library that includes all authorization tables for all products.

Before updating the library that contains the authorization tables, the license
validation process determines whether the data set isin LNKLST. If the data
setisin LNKLST, the license validation process does not attempt an update.

Running a Product on an Unlicensed Processor

When you run a product on an unlicensed processor, a 15-calendar-day grace
period can be triggered. After this grace period expires, the product will not
run or will run with diminished functionality.

Note: The product will continue to function normally when run on a
licensed CPU, even if the grace period has been triggered or has
expired.

To prevent this situation, you should obtain a RESET password from BMC
Software Customer Password Response. If you apply the RESET password
before the grace period ends, it updates the product-authorization table and
makes another 15-calendar-day grace period available.

When the grace period is triggered, the Product Authorization utility (either

online or in batch mode) and the affected product issue a message that
advises you of the expiration date.
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How Products Are Licensed

Product Maintenance or Version Upgrades

Installing a new maintenance level or upgrading the version or release level
of a product has no effect on product authorization. No new passwords are
required. However, you must ensure that your authorization tables residein
the new production libraries. If you install productsin atest environment
before moving them to production, the product-authorization tables must also
reside in the test libraries. If you try to run the product on a different CPU,
that CPU must also be licensed. Copy the product-authorization tables from
the old library to the new library that contains the product’s new maintenance
or upgrade. To copy the tables from the old library to the new library, use the
job prdCPUID, where the variable prd is the three-character product code.

Although the product-authorization tables typically reside in the password
library, these tables are not load modules. If you are running | SPF 4.2 or
later, you may not be able to copy these tables by using the | SPF Move/Copy
utility (option 3.3). You could receive a STOW error, or one or more of the
following error messages:

| EM2515W 4731 DI RECTORY ENTRY FOR prdTBL3n | DENTI FI ED BY
DDNAME | SPddname 1S NOT MARKED AS LOAD MODULE.

| EW2522E 470E MEMBER prdTBL3n | DENTI FI ED BY DDNAME
| SPddnane. .. 1S NOT A LOAD MODULE- (I NVALI D RECORD TYPE) .

| EW2307S 1032 CURRENT | NPUT MODULE NOT | NCLUDED BECAUSE
OF | NVALI D DATA.

COPY FAI LED FOR MEMBER prdTBL3n. FAILURE I N | EMBI ND
I NCLUDE, RETURN CODE 8 REASON CCDE 83000507

In these messages, the variable prd is the three-character product code and n
is either P (permanent) or T (temporary). See “ Product-A uthorization Tables’
on page A-3 for more information.

If you receive any of these messages, use the IEBCOPY utility to copy the

tables. Do not use the [IEBCOPY COPYMOD parameter when copying the
product-authorization tables.

BMC Software, Inc., Confidential and Proprietary Information

A-8 0S/390 and z/OS Installer Guide



How to Obtain Passwords

How to Obtain Passwords

Table A-2 describes the situations in which you need to obtain passwords.
For each scenario, the table indicates the type of password that you need
(temporary or permanent), what the password does, and how to obtain it.

Table A-2 Password Scenarios
Password
Scenario Type Password Function How to Obtain
You want to begin a temporary temporarily bypasses BMC Software sales
free trial period. authorization checking and representative
allows you to run the product on
any CPU for a limited time
You purchase a permanent | adds a designated CPU to the list | BMC Software sales
license for a new of CPUs that are authorized to representative or Customer
product. run a licensed product Password Response
(1-800-841-2031)
You stop using an permanent | removes a designated CPU from | BMC Software sales
authorized CPU. the list of CPUs that are representative or Customer
authorized to run a licensed Password Response
product (1-800-841-2031)
You upgrade to a new | permanent | authorizes the transfer of a BMC Software sales
CPU. license from one CPU to another | representative or Customer
CPU Password Response
(1-800-841-2031)
You want to run the permanent | adds a designated CPU to the list | BMC Software sales
product on an of CPUs that are authorized to representative or Customer
additional CPU. run a licensed product Password Response
(1-800-841-2031)
The authorized CPU is | temporary temporarily bypasses BMC Software sales

not available because
of an emergency
(such as hardware
failure).

authorization checking and
allows you to run the product on
any CPU for a limited time

representative, Customer
Password Response
(1-800-841-2031), or Customer
Support (1-800-537-1813)
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Online Product Authorization

CPU Information

When you request a permanent product license from BMC Software, you
must furnish information about the affected CPUs. For each product that you
license, use the worksheet in Table A-3 to record the CPU information and
the passwords that you receive from BMC Software. The first line of the
table provides a sample entry for a 9X2 with three processors and a CPU ID
of 10309-9021-DA.

Note: CPU information is not needed for temporary passwords.

Table A-3 Product Authorization Worksheet
Version | CPU No. of
CPU Serial CPU Type Code Model CPUs Permanent Password
10309 9021 DA 9Xx2 3 123,456,789,ABC

- - - - - —

- - - - - —

For information about determining your CPU D, see “Displaying Current
Processor Information” on page A-29 or use the LIST option of Batch
Product Authorization.

Online Product Authorization

This section describes the online interface that you can use for product
authorization. To apply passwords using the batch interface, see “Batch
Product Authorization” on page A-31.
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Online Product Authorization

Processing a Permanent Password

Use the Product Authorization Primary Menu (Figure A-1) to process
passwords. You can aso obtain pertinent information about the current
processor and the authorization for that processor.

Figure A-1 Product Authorization Primary Menu (SECEPPRI)
/SECEPPRI <product - name> Product Authorization Primry Menu \
COWAND ===>

Sel ect an option. Type additional information if applicable. Then press Enter.

Opt i ons

_ 1. Process password (Requires password library and password)
2. Display product authorization (Requires password library only)
3. Display current processor information
4. Hel p about...
5. Exit

Addi tional information
Password library . . . ‘<HLQ@. BMCPSW

Aut hori zati on password .

F2=Spl it F3=Exi t F7=Bkwd F8=Fwd FO9=Swap F12=Cancel J

\FleeI p

Thisisthe only panel required for processing a new password for an existing
CPU.

Panels to add, delete, replace, or modify a CPU are displayed only if the

password you enter on this panel allows authorization to perform those
functions.
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Online Product Authorization

Table 1-4 describes each option on the primary menu. The following sections
of this appendix provide instructions for completing specific tasks, such as
adding authorization to run the product on anew CPU.

Table 1-4 Product Authorization Primary Menu Options

Option Description

1 processes a password that BMC Software Customer Password Response provides to
you
Use this option to add, delete, replace, modify, or reset authorization for a password.
The Product Authorization utility automatically identifies the type of password and
displays the appropriate panel.

2 displays a listing of processors that are currently authorized to use the product
The listing also displays when the authorization was last modified (and by whom) and
the trial or temporary expiration date.

3 displays information about the current processor, including the serial number, the model
number, the version code (submodel), and the number of available processors

4 displays version, copyright, and licensing information about the Product Authorization
utility

5 exits the Product Authorization utility and returns to the previous menu or panel

Note: If you select option 1, you must also type the name of the password
library and the authorization password. The utility savesthe library
name in your | SPF profile and uses that name as the defaullt library.
The data set name must be fully qualified.
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Adding Authorization for a Processor

Adding Authorization for a Processor

Summary:  This procedure explains how to use the ADD Authorization for a Processor
panel to authorize anew CPU to run the product.

Note: Thisfunction isnot available unless you entered the appropriate
password on the Product Authorization Primary Menu panel. You
must have entered anew ADD password to authorize adding a CPU.

Step 1 Accessthe ADD Authorization for a Processor panel asfollows:

1.A  OntheProduct Authorization Primary Menu (Figure A-1 on
page A-11), select option 1.

1.B At Password library, type afully qualified data set name and press
Tab.

1.C At Authorization password, type your permanent password and press
Enter.

The ADD Authorization for a Processor panel is displayed.
Figure A-2 shows asample.
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Adding Authorization for a Processor

Figure A-2 ADD Authorization for a Processor Panel (SECEPADD)

/

\FleeI p

SECEPADD ADD Aut horization for a Processor
Command ===>
Supply information for all input fields. Then press Enter.
Aut hori zation password . . : X04 UH9 KNG JKE
New serial nunber . . . 10293
New nmodel nunber . . . 9672 (for exanple, 9021, 9121, 3090)

~

F2=Split F3=Exi t F7=Bkwd F8=Fwd FO9=Swap F12=Cancel J

Step 2

Step 3

At New serial number, type the serial number of the processor for which you
are adding authorization.

At New model number, type the model number of the processor for which you
are adding authorization and press Enter.

A pop-up message on the Product Authorization Primary Menu explains that
the product-authorization table was modified successfully (Figure A-3).
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Adding Authorization for a Processor

Figure A-3 Product Authorization ADD Message

/SECEPPRI <product - name> Product Authorization Primary Menu \
COWAND ===>

Sel ect an option. Type additional information if applicable. Then press Enter.

Opti ons

_ 1. Process password (Requires password |ibrary and password)
2. Display product authorization (Requires password library only)
3. Display current processor information
4. Help about...
5. Exit

Addi tional information

Password library . . . ‘<HLQ>. BMCPSWD

Aut hori zation password . | BMC891271 PROCESSOR WAS SUCCESSFULLY ADDED TO |
| THE PRODUCT AUTHORI ZATI ON TABLE. YOU ARE NOW |
| AUTHORI ZED TO EXECUTE THI S PRODUCT ON SERI AL |
| NUMBER 10293, MODEL NUMBER 9672. PRESS ENTER TO |
| |

CONTI NUE.

Fl=Hel p F2=Split F3=Exi t F7=Bkwd F8=Fwd F9=Swap Fl2=Cancel

Step 4  Press F3to exit the Product Authorization utility and return to the previous
menu or panel.
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Deleting Authorization for a Processor

Deleting Authorization for a Processor

Summary:  This procedure explains how to use the DELETE Authorization for a
Processor panel to remove a CPU from the product-authorization table.

Note: Thisfunction isnot available unless you entered the appropriate
password on the Product Authorization Primary Menu panel. You
must have entered a new DELETE password to authorize deleting a
CPU.

Step1  Accessthe DELETE Authorization for a Processor panel as follows:

1.A  OntheProduct Authorization Primary Menu (Figure A-1 on
page A-11), select option 1.

1.B At Password library, type afully qualified data set name and press
Tab.

1.C At Authorization password, type your permanent password and press
Enter.

The DELETE Authorization for a Processor panel is displayed.
Figure A-4 shows a sample.
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Deleting Authorization for a Processor

Figure A-4 DELETE Authorization for a Processor Panel (SECEPDEL)
/SECEPDEL DELETE Aut hori zation for a Processor \

Command ===>
Supply information for all input fields. Then press Enter.

Aut hori zation password . . : BFP A=M Q& =7V

ad serial number . . . 10293

ad nodel nunber . . . 9672 (for exanple, 9021, 9121, 3090)

Fl=Hel p F2=Split F3=Exi t F7=Bkwd F8=Fwd F9=Swap F12=Cancel

Step 2 At Old serial number, type the serial number of the processor for which you
are deleting authorization.

Step 3 At Old model number, type the model number of the processor for which you
are deleting authorization and press Enter.

A pop-up message on the Product Authorization Primary Menu explains that
the product-authorization table was updated successfully (Figure A-5).
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Deleting Authorization for a Processor

Figure A-5 Product Authorization DELETE Message
/SECEPPRI <product - nane> Product Authorization Primary Menu \
COVMAND  ===>

Sel ect an option. Type additional information if applicable. Then press Enter.

Opti ons
_ 1. Process password (Requires password |ibrary and password)
2. Display product authorization (Requires password library only)
3. Display current processor infornation
4. Hel p about...
5. Exit

Addi ti onal information

Password library . . . ‘<HLQ>. BMCPSWD

| BMC891281 PROCESSOR ( SERI AL NUMBER 10293, MODEL |
| NUMBER 9672) WAS SUCCESSFULLY DELETED FROM THE |
| PRODUCT AUTHORI ZATI ON TABLE. PRESS ENTER TO |
I I

Aut hori zati on password .

CONTI NUE.

F2=Split F3=Exi t F7=Bkwd F8=Fwd FO=Swap F12=Cancel J

\Fl:HeI p

Step 4  Press F3to exit the Product Authorization utility and return to the previous
menu or panel.
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Replacing Authorization for a Processor

Replacing Authorization for a Processor

Summary:  This procedure explains how to use the REPLACE Authorization for a
Processor panel to replace one CPU in the product-authorization table with
another CPU. This process alows the new CPU to run the product in place of
the old CPU.

Note: Thisfunction is not available unless you entered the appropriate
password on the Product Authorization Primary Menu panel. You
must have entered a new REPL ACE password to authorize replacing
aCPU.

Step1  Access the REPLACE Authorization for a Processor panel as follows.

1.A  Onthe Product Authorization Primary Menu (Figure A-1 on
page A-11), select option 1.

1.B At Password library, type afully qualified data set name and press
Tab.

1.C At Authorization password, type your permanent password and press
Enter.

The REPLACE Authorization for a Processor panel is displayed.
Figure A-6 shows a sample.
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Replacing Authorization for a Processor

Figure A-6 REPLACE Authorization for a Processor Panel (SECEPREP)

/

\FleeI p

SECEPREP REPLACE Aut hori zation for a Processor
Command ===>
Supply information for all input fields. Then press Enter.
Aut hori zati on password . . : 4XY YAL AMB 48S
ad serial number . . . 10293
a d nodel nunmber . . . 9672 (for exanple, 9021, 9121, 3090)
New serial nunber . . . 10293
New nmodel nunber . . . 9652 (for exanple, 9021, 9121, 3090)

~

F2=Spl it F3=Exi t F7=Bkwd F8=Fwd FO=Swap F12=Cancel J

Step 2
Step 3

Step 4

Step 5

At Old serial number, type the serial number of the processor to be replaced.
At Old model number, type the model number of the processor to be replaced.

At New serial number, type the serial number of the processor that will
replace the old processor.

At New model number, type the model number of the processor that will
replace the old processor and press Enter.

A pop-up message on the Product Authorization Primary Menu explains that

the product-authorization table was updated successfully, replacing the old
processor with the new processor (Figure A-7).

BMC Software, Inc., Confidential and Proprietary Information

A-20

0S/390 and z/OS Installer Guide



Replacing Authorization for a Processor

Figure A-7 Product Authorization REPLACE Message

/SECEPPRI <product - nane> Product Authorization Primary Menu \
COWAND ===>

Sel ect an option. Type additional information if applicable. Then press Enter.

Opti ons

_ 1. Process password (Requires password |ibrary and password)
2. Display product authorization (Requires password library only)
3. Display current processor infornation
4. Hel p about...
5. Exit

Addi tional information

Password library . . . ‘<HLQ. BMCPSWD

Aut hori zati on password . | BMC891291 PROCESSOR WAS SUCCESSFULLY REPLACED |
| I'N THE PRODUCT AUTHORI ZATI ON TABLE. YOU ARE NOW |
| AUTHORI ZED TO EXECUTE THI' S PRODUCT ON SERI AL |
| NUMBER 10293, MODEL NUMBER 9652. PRESS ENTER TO |
|

CONTI NUE. |

Fi=Hel p F2=Split  F3=Ex

Step 6  Press F3to exit the Product Authorization utility and return to the previous
menu or panel.
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Modifying Authorization for an Existing Processor

Summary:

Step 1

This procedure explains how to use the MODIFY Authorization for an
Existing Processor panel to change one or more properties of an existing
CPU in the product-authorization table. These properties include the version
code, the number of significant digits for the seria number, the tier, the
maximum number of processors, and the expiration date for the product
license.

Note: Thisfunction is not available unless you entered the appropriate
password on the Product Authorization Primary Menu panel. You
must have entered anew MODIFY password to authorize modifying
aCPU.

Access the MODIFY Authorization for an Existing Processor panel as
follows:

1.A  OntheProduct Authorization Primary Menu (Figure A-1 on
page A-11), select option 1.

1.B At Password library, type afully qualified data set name and press
Tab.

1.C At Authorization password, type your permanent password and press
Enter.

The MODIFY Authorization for an Existing Processor pand is
displayed. Figure A-8 on page A-23 shows a sample.
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Modifying Authorization for an Existing Processor

Figure A-8 MODIFY Authorization for an Existing Processor Panel
(SECEPUPD)
/SECEPUPD MODI FY Aut horization for an Existing Processor \
Conmand ===>
Supply information for all input fields. Then press Enter.
Aut hori zation password . . : X3Y Q7 Q¥ 5UL
Serial number . . . 10293
Model nunmber . . . 9672 (for exanple, 9021, 9121, 3090)
Fl=Hel p F2=Split F3=Exi t F7=Bkwd F8=Fwd F9=Swap F12=Cancel

J

Step 2 At Serial number, type the serial number of the processor for which you want
to modify the authorization.

Step 3 At Mode number, type the model number of the processor for which you
want to modify the authorization and press Enter.

The properties are modified automatically. A pop-up message on the Product

Authorization Primary Menu explains that the product-authorization table
was updated successfully (Figure A-9 on page A-24).
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Modifying Authorization for an Existing Processor

Figure A-9 Product Authorization MODIFY Message

/SECEPPRI <product - name> Product Authorization Primary Menu \
COWAND ===>

Sel ect an option. Type additional information if applicable. Then press Enter.

Opti ons
1 1. Process password (Requires password library and password)
2. Display product authorization (Requires password library only)
3. Display current processor information
4. Help about...
5. Exit

Addi tional information

Password library . . . ‘<HLQ>. BMCPSW

| BMC891301 PROCESSCOR ( SERI AL NUMBER 10293, MODEL |
| NUMBER 9672 WAS SUCCESSFULLY MODI FI ED I N THE |
| PRODUCT AUTHORI ZATI ON TABLE. PRESS ENTER TO |
| CONTI NUE. |

Aut hori zati on password .

\F1=He| p F2=Split F3=Exi t F7=Bkwd F8=Fwd F9=Swap F12=Cancel J

Step 4  Press F3to exit the Product Authorization utility and return to the previous
menu or panel.

BMC Software, Inc., Confidential and Proprietary Information

A-24 0S/390 and z/OS Installer Guide



Resetting Authorization for All Processors

Resetting Authorization for All Processors

Summary:  This procedure explains how to use the Product Authorization Primary Menu
to reset aglobal property (applying to all CPU 1Ds) of the authorization table.

Step 1  Onthe Product Authorization Primary Menu (Figure A-1 on page A-11),
select option 1.

Step 2 At Password library, type afully qualified data set name and press Tab.
Step 3 At Authorization password, type your permanent password and press Enter.

A pop-up message explains that the product-authorization table was updated
successfully (Figure A-10).

Figure A-10 Product Authorization RESET Message

/SECEPPRI <product - name> Product Authorization Primary Menu \
COWAND ===>

Sel ect an option. Type additional information if applicable. Then press Enter.

Opti ons
1 1. Process password (Requires password library and password)
2. Display product authorization (Requires password library only)
3. Display current processor information
4. Help about...
5. Exit

Addi ti onal information

Password library . . . ‘<HLQ>. BMCPSW

Aut hori zation password . | BMC890291 PRODUCT AUTHORI ZATI ON TABLE WAS |
| SUCCESSFULLY UPDATED. PRESS ENTER TO CONTI NUE. |

\F1=Hel p F2=Spl it F3=Exi t F7=Bkwd F8=Fwd F9=Swap F12=Cancel J

Step 4  Press F3to exit the Product Authorization utility and return to the previous
menu or panel.
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Processing a Temporary Password

Processing a Temporary Password

Opti ons
_ 1. Process password (Requires password library and password)
2. Display product authorization (Requires password library only)
3. Display current processor information
4. Hel p about...
5. Exit

\FleeIp F2=Spl it F3ZE ' = o oo mmmmmmmmm e oo C J

Summary:  This procedure explains how to use the Product Authorization Primary Menu

to process atemporary password.

Step1  Onthe Product Authorization Primary Menu (Figure A-1 on page A-11),
select option 1.

Step 2 At Password library, type afully qualified data set name and press Tab.
Step 3 At Authorization password, type your temporary password and press Enter.

A pop-up message explains that the product-authorization table was built or
updated successfully (Figure A-11).

Figure A-11 Product Authorization Temporary Password Message

~

SECEPPRI <product - name> Product Authorization Primry Menu
COMWAND ===>

Sel ect an option. Type additional information if applicable. Then press Enter.

Addi tional information

Password library . . . ‘<HLQ. BMCPSW

Aut hori zation password . | BMC891101 PRODUCT AUTHORI ZATI ON TABLE WAS |
| SUCCESSFULLY BUI LT/ UPDATED. YOU ARE NOW |
| AUTHORI ZED TO EXECUTE THI S PRODUCT ON ANY |
| PROCESSOR UNTIL 11/26/1999. PRESS ENTER TO |
| |

CONTI NUE.

Step 4  Press F3to exit the Product Authorization utility and return to the previous
menu or panel.
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Displaying Product Authorization

Summary:

Step 1

Step 2

Step 3

Step 4

Use the Product Authorization Display panel to display the current
authorization for a product.

On the Product Authorization Primary Menu (Figure A-1 on page A-11),
select option 2.

At Password library, type afully qualified data set name.

Press Enter to display the Product Authorization Display panel
(Figure A-12).

See “Additional Information” on page A-28 for descriptions of the fields on
this panel.

When you finish reviewing the panel, press F3 to exit the Product
Authorization utility and return to the previous menu or panel.

Figure A-12 Product Authorization Display Panel (SECEPTBL)

-

N

SECEPTBL Product Authorization Display ROW1 TO1 OF 1
Comand ===>
Press Enter to continue.
Password library . . . . . . . . . . . . ‘<HLQ. BMCPSW
Product code . . . . . . . . . . . . . . : DOM
Last changed (mmdd/yy-hh:pm) . . . . . : 11/19/96-10:11
Last changed by . . . . . . . : RDHDXJ3
Grace period ends (mﬁ dd/ yyyy) . .1 04/29/1999
Tenporary expiration date (nm dd/ yyyy) . 1 05/10/1999
Li censed Processors Pr oduct
Maxi mum Li cense
Serial Model Version Significant Nunmber of Expiration
Nunber  Nunber Code Digits Tier Processors Dat e
77403 3090 62 4 018 ALL NONE
10309 9021 D5 4 018 ALL 12/ 1999
khkhkkkkhkhkkhkhkhkhkhkhkhkhkhkhkhkhkdkhkhrhhhhkkxx Bottom Of data khkkhkkhkkhhhkhkhkhkhkhhkhkhkhhhkhkhkhrhrhrrhkhhddxdxx
Fl=Hel p F2=Split F3=Exi t F7=Bkwd F8=Fwd F9=Swap F12=Cancel

\

/
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Displaying Product Authorization

Additional Information

The Product Authorization Display panel provides the following information:

Table A-5 Field Descriptions for the Product Authorization Display Panel

Field

Description

Password library

name of the password library

Product code

code that BMC Software assigns to the product

Last changed
(mm/dd/yy-hh:mm)

date and time that the product-authorization tables were last modified
The variables are as follows:

* mm represents the month (in the range 01 — 12)

» dd represents the day (in the range 01 — 31)

 yy represents the year (in the range 00 — 99)

» hh represents the hour (in the range 00 — 23)

e mm represents minutes (in the range 00 — 59)

Last changed by

user ID or job that requested the modification

Grace period ends
(mm/ddlyyyy)

date when the grace period (if triggered) will end

The variables are as follows:

e mm represents the month (in the range 01 — 12)

» dd represents the day (in the range 01 — 31)

* yyyy represents the year (in the range 0001 — 9999)

Note: This line appears only if the failure mode is phased and the grace period has
been triggered. The grace period can be triggered when you run a permanently
licensed product on an unlicensed processor. You should apply a RESET password to
reset the grace period. Contact your BMC Software sales representative for assistance.

Temporary
expiration date
(mm/dd/yyyy)

date on which you will no longer be allowed to bypass the CPU ID check or trial the
product

The variables are as follows:

* mm represents the month (in the range 01 — 12)

» dd represents the day (in the range 01 — 31)

* yyyy represents the year (in the range 0001 — 9999)

Note: If this expiration date has not yet been reached, you can run this product on any
processor. On the date shown, either your trial period will end or (if you have licensed
the product) you will be able to run the product only on authorized processors.

Licensed
processors

list of properties for each licensed CPU

The Version Code column reflects the hardware representation of the submodel.
Significant Digits refers to the number of significant digits for the serial number. The
expiration date indicates the month and year through which you are licensed for the
specific processor. In most cases, this value is NONE. Most of the remaining processor
information is provided for reference in case you need to contact BMC Software
Customer Support.
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Displaying Current Processor Information

Summary.  This procedure explains how to use the Current Processor Information panel
to display information about the processor that you are currently using.

Step 1  Onthe Product Authorization Primary Menu (Figure A-1 on page A-11),
select option 3.

Step 2 Press Enter to display the Current Processor |nformation panel
(Figure A-13).

Step 3 When you finish reviewing the pand, press F3 to exit the Product
Authorization utility and return to the previous menu or panel.

See “Additional Information” on page A-30 for an explanation of the
information that is displayed on this panel.

Figure A-13 Current Processor Information Panel (SECEPCPU)

4 )

SECEPCPU Current Processor Information
Command ===>

For the MVS systemon which this application is currently executing

Serial number . . . : 10293

Model number . . . @ 9672

Version code . . . : 06

Nunmber of available processors . . : 05

Press Enter to continue

\\\7F1=Fblp F2=Spl it F3=Exi t F7=Bkwd F8=Fwd F9=Swap F12=Cancel l//
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Displaying Current Processor Information

Additional Information

This panel displays the CPU seria and model numbers for the processor on
which TSO is currently running. It also displays the version code of the
processor. The version code is the hardware representation of the submodel
(for example, the 942 in ES/9000-942 or the 600 for a 3090-600 processor).
If you experience problems, your BMC Software technical support analyst
may need thisinformation.

Note: Version code X'FF indicatesthat MV Sisrunning asaVM guest.
This X’FF' is not the real processor version code. To determine the
real version code, run the LIST option of the Batch Product
Authorization utility from an APF-authorized library. See Table A-7
on page 33 for more information.

This panel aso displays the number of processors that are online to the
current operating system. This information may apply to your BMC Software
license agreement.

Note: Theinformation that is displayed on this panel might not refer to a
computer on which you are licensed to run a BMC Software product.
For example, if you log on to TSO on SY SA but run your BMC
Software product on SY SB, your product-authorization entries might
refer to SY SB.
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Batch Product Authorization

This section describes the batch interface that is used for product
authorization. To use the online interface, see “ Online Product
Authorization” on page A-10.

Using the batch interface, you can perform the following tasks:

e process apassword
e obtain current product authorization and processor information

Running Batch Product Authorization

Figure A-14 on page A-31 isasample JCL script for running batch product
authorization. See “Additional Information” on page A-32 for descriptions of
the information in the JCL script. You can find product-specific JCL samples
in the base installation library. Select the member BMISPSWD and follow

the instructions in the comments section of that member.

Figure A-14 Sample JCL for Running Batch Product Authorization

11333333JF JOB ...
I1*

/ | SECSEC3B EXEC PGVESECSEC3B, PARM=' prd’ <<<==== PRODUCT CODE
[/ STEPLI B DD DSN=BMC. | NSTALL. LOAD, DI SP=SHR

I1*

/1 SYSLIB DD DSN=<HLQ>. BMCPSWD, DI SP=SHR <<==== REQUI RED

// SYSPRI NT DD SYSQUT=* <<<==== REQUI RED

I1*

/1 SYSI N DD *

**¥**%  PROCESS AN ADD PASSWORD AND LI ST RESULTS ****

PSWD=AE@ 82G, 91#, C7$ NEWCPUI D=11111-9021

**¥**  PROCESS A DELETE PASSWORD AND LI ST RESULTS ****
PSWD=BE@ ADO, 32%, 7C# OLDCPUI D=31091-9121

**¥** PROCESS A MODI FY PASSWORD AND LI ST RESULTS ****
PSWD=123, 456, 789, ABC  OLDCPUI D=98765- 4321

**¥**  PROCESS A REPLACE PASSWORD AND LI ST RESULTS ****
PSWD=ARF, 56C, ##1, C7$ COLDCPUI D=31001- 3390 NEWCPUI D=31091- 3381
**¥**  PROCESS A RESET PASSWORD

PSWD=123, 456, 789, ABC

**¥** PROCESS A TEMPORARY PASSWORD AND LI ST RESULTS ****
PSWD=AE@ B32, #1C, D7#

**¥**  REPORT THE PROCESSCR | NFORVATI ON AND AUTHORI ZATI ON ****
LI ST
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Additional Information

Information required for the JCL script isasfollows:

Table A-6 Sample JCL Script Information

JCL Statement | Description

JOB varies, depending on your system

EXEC identifies the program (SECSEC3B) and passes the product
code in the PARM field

Replace prd with the three-character product code.

STEPLIB DD identifies the load library in which SECSEC3B resides (This is
optional if SECSEC3B resides in LINKLIST or is specified in
JOBLIB.)

SYSLIB DD identifies the password library
Product-authorization tables are stored and updated in this
data set.

SYSPRINT DD enables the product to issue messages and output from the
LIST control statement

SYSIN DD identifies the location of the control statements that define the
actions the program is to take

See “Control Statements and Keywords” on page A-33 for a
description of these control statements.
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Control Statements and Keywords

Some tasks require different input parameters depending on the type of
password that you are installing. The sample JCL shown in Figure A-14 on
page A-31 shows various tasks that you can perform by using the batch
version of product authorization. You need to modify the JCL to include only
the tasks that you want to perform.

The following syntax rules apply to the control statements:

e Control statements can begin in any column.

e Uppercase |etters are required.

e You must insert at least one blank space between individual keywords
and data fields. Multiple blank spaces are acceptable.

e Toinsert comments, type an asterisk (*) in column 1 of each line that
contains the comment. Comments following keywords are not alowed.

e You cannot specify the LIST keyword on the same line as PSWD,
NEWCPUID, and OLDCPUID.

Table A-7 describes the control statement keywords.

Table A-7

Control Statement Keywords

Keyword

Data

Explanation

PSWD

12-character password
formatted as four fields of
three characters each,
separated by either a
comma or a blank (See
sample JCL on

page A-31.)

Twelve continuous
characters are also
acceptable.

Valid characters are alphanumeric
(excluding letters | and O). Valid
special characters are =, +, and @.
You can substitute the asterisk (*) for
the “at” sign (@) when @ is not
available on the keyboard.

NEWCPUID

five-digit serial number,
followed by a hyphen and
a four-digit model number

The serial number and model number
must be hexadecimal characters
separated by a single hyphen.

OLDCPUID

five-digit serial number,
followed by a hyphen and
a four-digit model number

The serial number and model number
must be hexadecimal characters
separated by a single hyphen.

LIST

not applicable

A report prints showing the contents
of the product-authorization tables
and information about the processor
on which the job ran.
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Return Codes

You can receive any of the following return codes when you use the batch
version of product authorization:

0 All requests completed successfully. See the SY SPRINT output for
messages about each operation.

4 A LIST was requested, but no tables were in the load library.

8 An error prevented completion of all of your requests. See the
SYSPRINT output for messages about the error and any completed
operations.
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Appendix B BMC Software Product
Authorization Messages

This appendix presents the following topics:

Error MESSageS . . . ottt e B-2
MessageFormat . . ... i B-2
Message Severity Codes. . ... .o vt e B-3
Message Explanations . . ... e B-3
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Error Messages

Error Messages

This section contains the text and explanations for all error messages issued
by the | SPF interface and the batch interface of the Product Authorization
utility.

The following information is provided for each message:

« Explanation explains why the product issued the message.

e System Action describes what the product does as aresult of encountering
the situation.

»  User Response describes what you should do in this situation.

Message Format

All messages consist of a message identifier and message text. These
messages use the following format:

Words in the message text that are italicized and enclosed in arrows
(<example>) indicate variabl e text that will be determined when the message
isissued.

Words in the message text that are enclosed in brackets and separated by

vertical lines ([ON | OFF]) indicate actual values, one of which will be
included at that point in the message.
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Message Severity Codes

Messages produced by the Product Authorization utility use the following
severity codes:

Table B-1 Message Severity Codes
Code Meaning
A (action) Immediate action is required.
E (error) The function that you requested was not completed.

I (information) Information only. No action is required.

R (reply) You must reply to the message before the system can continue.
S (severe) A severe error occurred.
W (warning) The system is still operating, and no immediate action is

required. When time is available, more investigation is needed.

All messages with a severity code E are sent to the system console. Some
messages with a severity code A or | are also sent to the system console.

Message Explanations

The following error messages can be issued by the Product Authorization
utility:

BMCB89000A PASSWORD LIBRARY IS A REQUIRED FIELD.
Explanation: The password library must be specified.
System Action:  The action fails.

User Response:  Enter the data set name for the password library, and retry the
action.

BMCB89001A PASSWORD IS A REQUIRED FIELD.
Explanation: The action that you requested requires a password to be specified.
System Action:  The action fails.

User Response:  Enter the password, and retry the action. If you do not have a
password, contact your BMC Software sales representative to acquire one.
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BMCB89002E

BMCB89003A

BMCB89004E

BMCB89005E

BMCB89006A

PASSWORD MAY NOT CONTAIN BLANK CHARACTERS.

Explanation: A blank is not avalid password character. Valid charactersare A to
Z (excluding | and O), 0t0 9, @, +, and =.

Note: Some nondomestic keyboards do not have the “at” sign (@). For this
reason, the asterisk (*) has been designated as a synonym for @. These two
characters (@ and *) can be used interchangeably when typing passwords.

System Action:  The action fails.

User Response:  Correct the password, and retry the action.

SERIAL NUMBER IS A REQUIRED FIELD.

Explanation: A valid CPU serial number has not been specified. Valid CPU
serial numbers consist of five hexadecimal digits. No blanks or special characters are
allowed.

System Action:  The action fails.

User Response:  Supply avalid CPU serial number, and retry the action.

SERIAL NUMBER FIELD CONTAINS INVALID CHARACTERS.
Explanation: The specified CPU serial number containsinvalid characters. Valid
CPU serial numbers consist of five hexadecimal digits. No blanks or special
characters are allowed.

System Action:  The action fails.

User Response:  Supply avalid CPU serial number, and retry the action.
SERIAL NUMBER MAY NOT CONTAIN BLANK CHARACTERS.
Explanation: The specified CPU serial number contains a blank character and is
invalid. Valid CPU serial numbers consist of five hexadecimal digits. No blanks or
special characters are allowed.

System Action:  The action fails.

User Response:  Supply avalid CPU serial number, and retry the action.
MODEL NUMBER IS A REQUIRED FIELD.

Explanation: A valid CPU model number has not been specified. Valid CPU
model numbers consist of four hexadecimal digits. No blanks or special characters
are allowed.

System Action:  The action fails.

User Response:  Supply avalid CPU model number, and retry the action.
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BMC89007E MODEL NUMBER FIELD CONTAINS INVALID CHARACTERS.
Explanation: The specified CPU model number contains invalid characters.
Valid CPU model numbers consist of four hexadecimal digits. No blanks or special
characters are allowed.
System Action:  The action fails.
User Response:  Supply avalid CPU model number, and retry the action.
BMC89008E MODEL NUMBER MAY NOT CONTAIN BLANK CHARACTERS.
Explanation: The specified CPU model number contains a blank. Valid CPU
model numbers consist of four hexadecimal digits. No blanks or special characters
are alowed.

System Action:  The action fails.

User Response:  Correct the model number, and retry the action.

BMC89009E DATA SET NAME IS INVALID.

Explanation: The specified data set name isinvalid. The data set does not exist,
or it is not cataloged.

System Action:  The action fails.
User Response:  Correct the data set name, and retry the action.
BMC89010A OPTION IS A REQUIRED FIELD. VALID VALUES ARE 1, 2, 3,4, OR 5.
Explanation: No menu option has been specified.
System Action:  All functions are suppressed.

User Response:  Type avalid option number in the selection field, and retry the
action.

BMC89011E INVALID OPTION. PLEASE ENTER 1, 2, 3, 4, OR 5.
Explanation: The specified option isinvalid.
System Action:  All functions are suppressed.

User Response:  Type avalid option number in the selection field, and retry the
action.
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BMC89012E

BMCB89013E

BMCB89019E

BMCB89021E

OPTION IS REQUIRED. VALID VALUES ARE 1, 2, OR 3.
Explanation: No menu option has been specified.
System Action:  All functions are suppressed.

User Response:  Type avalid option number in the selection field, and retry the
action.

<command> IS NOT A VALID COMMAND.
Explanation: The specified command is invalid.
System Action:  The command fails.

User Response:  Correct the command, or remove the command from the command
line.

YOU MAY VIEW PRODUCT AUTHORIZATION FOR THIS PRODUCT
FROM ONLY ONE LOGICAL SCREEN AT A TIME.

Explanation: Product Authorization is being displayed on another panel.
System Action:  Product Authorization is not displayed on this panel.

User Response:  Usethe panel currently displaying Product Authorization, or
cancel that panel and resubmit the job on this one.

ERROR DURING DYNAMIC ALLOCATION. PASSWORD LIBRARY WAS
NOT ALLOCATED, ERROR CODE=<code>, INFO. CODE=<code>,
DDNAME=SYSLIB.

Explanation: The product-authorization interface and the Product Authorization
utility were unable to dynamically allocate the password library. The error codes and
information codes returned by the DY NALL OC macro are described in the
Authorized Assembler Programming Guide and in the appendixes of the | SPF help
tutorial panels.

System Action:  The action fails, or the batch (utility) job terminates.
User Response:  Verify that the correct data set name for the password library was

specified and that the data set exists and is cataloged on DASD. Retry the action. If
failure persists, contact your BMC Software technical support analyst for assistance.
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BMC89022E ERROR IN INPUT DSN. PLEASE CONTACT BMC PRODUCT SUPPORT.
Explanation: The data set name for the product-authorization table was not
found.

System Action:  All functions are suppressed.
User Response:  |If the data set name iswrong, correct it and resubmit the job. If the

data set name is correct, contact your BMC Software technical support analyst for
assistance.

BMC89029I PRODUCT AUTHORIZATION TABLE WAS SUCCESSFULLY UPDATED.
PRESS ENTER TO CONTINUE.

Explanation: The table has been updated.
System Action:  All functions have been processed.

User Response:  Press Enter to continue.

BMC89050E THE BMC PRODUCT CODE IS MISSING OR IS INVALID. CHECK PARM=
ON JCL EXEC STATEMENT.

Explanation: No product code (or an invalid product code) was specified in the
PARM parameter of the batch JCL.

System Action:  The password is not processed.
User Response:  Add or correct the product code in the PARM parameter of the JCL

EXEC statement. See “ Control Statements and Keywords® on page A-33 for
assistance with syntax.

BMCB89051E UNRECOGNIZABLE OR INCOMPLETE PARAMETER ON THE CURRENT
INPUT CONTROL STATEMENT.

Explanation: A parameter on the input control statement is incorrect.
System Action:  The password is not processed.

User Response:  Correct the parameter, and retry the action. See“ Control
Statements and Keywords’ on page A-33 for assistance with syntax.

BMCB89052E MODEL NUMBER CANNOT BE LONGER THAN FOUR CHARACTERS.

Explanation: A CPU model number of more than four characters was specified
in the batch JCL. CPU model numbers cannot be longer than four characters.

System Action:  The password is not processed.

User Response:  Correct the model number, and retry the action. See “ Control
Statements and Keywords’ on page A-33 for assistance with syntax.
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BMCB89053E

BMCB89054E

BMC89055E

BMCB89057E

SERIAL NUMBER MUST BE 5 HEXADECIMAL CHARACTERS WITH
DELIMITING HYPHEN.

Explanation: The CPU seria number must be followed by a delimiting hyphen
()

System Action:  The password is not processed.
User Response:  Insert a hyphen between the serial number and the model number,

and retry the action. See “Control Statements and Keywords®’ on page A-33 for
assistance with syntax.

THE FIRST CHARACTER OF THE BMC PRODUCT CODE CANNOT BE A
NUMBER. PLEASE CORRECT AND RERUN THE JOB.

Explanation: Thefirst character of the product codeisinvalid.
System Action:  The password is not processed.
User Response:  Correct the first character of the product code in the PARM field on

the JCL EXEC statement. See “Control Statements and Keywords’ on page A-33 for
assistance with syntax.

THE PASSWORD MUST BE FORMATTED AS
“PSWD=PPP,PPP,PPP,PPP" OR “PSWD=PPPPPPPPPPPP” OR “PPP
PPP PPP PPP.”

Explanation: The password in the batch JCL has been specified incorrectly. The
password can be specified as 12 consecutive characters without spaces or as four sets
of three characters, with each set separated by a comma or a blank space.

System Action:  The password is not processed.

User Response:  Correct the password, and resubmit the job. See“ Control
Statements and Keywords’ on page A-33 for assistance with syntax.

OPEN FAILURE FOR DDNAME=SYSIN.

Explanation: The Product Authorization utility batch program was unable to
open the data set specified by the SYSIN DD statement.

System Action:  The batch program terminates.
User Response:  Correct the data set name specified on the SY SIN DD statement,

and resubmit the job. See “Control Statements and Keywords” on page A-33 for
assistance with syntax.
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BMCB89058E MODEL NUMBER CONTAINS INVALID CHARACTERS.
Explanation: At least one character in the CPU model number specified in the
batch JCL isinvalid. Only hexadecimal characters (Oto 9 and A to F) areallowed in
the model number.

System Action:  The password is not processed.

User Response:  Correct the model number, and resubmit the job. See “Control
Statements and Keywords’ on page A-33 for assistance with syntax.

BMCB89059E SERIAL NUMBER CONTAINS INVALID CHARACTERS.
Explanation: At least one character in the CPU serial number specified in the
batch JCL isinvalid. Only hexadecimal characters (Oto 9 and A to F) areallowed in
the serial number.

System Action:  The password is not processed.

User Response:  Correct the serial number, and resubmit the job. See “ Control
Statements and Keywords’ on page A-33 for assistance with syntax.

BMC89060E THIS PASSWORD REQUIRES “NEWCPUID” KEYWORD FOR THE CPU
ID TO BE ADDED.

Explanation: The Add password being processed requires specification of the
NEWCPUID keyword, and none was specified.

System Action:  The password is not processed.

User Response:  Specify the NEWCPUID keyword on your input control statement.
See “Control Statements and Keywords” on page A-33 for assistance with syntax.

BMCB89061E THIS PASSWORD REQUIRES “OLDCPUID” KEYWORD FOR THE CPU
ID TO BE DELETED.

Explanation: The Delete password being processed requires specification of the
OLDCPUID keyword, and none was specified.

System Action:  The password is not processed.

User Response:  Specify the OLDCPUID keyword on your input control statement.
See “Control Statements and Keywords” on page A-33 for assistance with syntax.
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BMC89062E PASSWORD TO UPDATE AN EXISTING CPU ID ENTRY REQUIRES
“OLDCPUID” KEYWORD.

Explanation: The Update password being processed requires specification of the
OLDCPUID keyword, and none was specified.

System Action:  The password is not processed.

User Response:  Specify the OLDCPUID keyword on your input control statement.
See “Control Statements and Keywords” on page A-33 for assistance with syntax.

BMCB89063E THIS PASSWORD REQUIRES “NEWCPUID” AND “OLDCPUID”
KEYWORDS.

Explanation: The Replace password being processed requires specification of
the NEWCPUID and OLDCPUID keywords, and neither was specified.

System Action:  The password is not processed.
User Response:  Specify the NEWCPUID and OLDCPUID keywords on your input

control statement. See “Control Statements and Keywords’ on page A-33 for
assistance with syntax.

BMC89064W ERRORS CAUSED TERMINATION. SOME OR ALL REQUESTS DID NOT
COMPLETE SUCCESSFULLY.

Explanation: The input data contains one or more errors.

System Action:  Processing terminates at the point of the error.

User Response:  Examine the input control statements for errors. See “ Control
Statements and Keywords’ on page A-33 for assistance with syntax. If you cannot

locate the errors, contact your BMC Software technical support analyst for
assistance.

BMC89065I ALL REQUESTS COMPLETED SUCCESSFULLY.
Explanation: All requested functions have been processed.
System Action:  The product load library is updated.

User Response:  None. Information only.
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BMC89069E PERMANENT PRODUCT AUTHORIZATION TABLE'S GRACE PERIOD IS
INVALID. PLEASE CONTACT BMC PRODUCT SUPPORT.

Explanation: An error occurred, invalidating the table's grace period. The table
must be rebuilt.

System Action:  All functions are suppressed.

User Response:  Contact your BMC Software technical support analyst for

assistance.

BMC89070E ISPF V3 REQUIRED. USE BATCH UPDATE PGM INSTEAD.
Explanation: | SPF version 3 (or later) is required to run the online customer
interface.

System Action:  The online customer interface terminates.

User Response:  Use the batch update program.

BMC89100E INTERNAL ERROR, RC = <return-code>. PLEASE CONTACT BMC
PRODUCT SUPPORT.

Explanation: A processing error occurred.
System Action:  The function is not performed.

User Response:  Note the return code, and contact your BMC Software technical
support analyst for assistance.

BMCB89101E PASSWORD CONTAINS INVALID CHARACTERS.

Explanation: The password contains one or moreinvalid special characters. The
only special characters permitted are @, =, and +.

System Action:  The password is not processed.

User Response:  Correct the password, and resubmit the job.

BMCB89102E PASSWORD CONTAINS ILLEGAL CHARACTERS (I AND/OR O).

Explanation: The password contains one or more of the letters | or O. These
letters are not permitted in passwords.

System Action:  The password is not processed.

User Response:  Correct the password, and resubmit the job.
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BMC89104E

BMCB89105E

BMCB89106E

PASSWORD DOES NOT MATCH SERIAL NUMBER AND MODEL
NUMBER.

Explanation: The specified password is not correct for the specified CPU serial
number and model number; or (if the batch interface was used) the product code in
the PARM statement is not correct. To obtain your CPU serial and model numbers,
log on to the processor and perform one of the following actions:

«  Select the Display current processor information option from the Product
Authorization Primary Menu (see page A-11), and submit the
product-authorization batch program with the LIST option (see page A-33).

e |Issuethe MV S operator command D M=CPU from the system console.
System Action:  The password is rejected.

User Response:  Verify that the specified CPU serial number and model number are
correct. If the numbers are incorrect, retry the action specifying the proper numbers.
If the numbers are correct, contact BMC Software Product Support for assistance.

If the batch program was used, verify that the three-character product code specified
in the PARM= statement is correct. If the product code is correct, but the job till
fails, contact your BM C Software technical support analyst for assistance.

PASSWORD IS INCORRECT. PLEASE VERIFY AND RE-ENTER THE
PASSWORD.

Explanation: The specified password is not correct.
System Action:  The password is rejected.

User Response:  Verify that the password and the product code have been specified
correctly, and retry the action. If the password continues to be rejected, contact your
BMC Software technical support analyst for assistance.

COULD NOT FIND THE EXISTING CPU ID ENTRY THAT WAS TO BE
DELETED.

Explanation: An attempt was made to delete an entry in the
product-authorization table, but the entry could not be found. This error usually
indicates that the wrong product library was specified.

System Action:  No changes are made to the product-authorization table.

User Response:  Verify that the correct product load library is specified and retry the
action. You can view entries in the product-authorization table by selecting the
Display product authorization option from the “Product Authorization Primary
Menu (SECEPPRI)” on page A-11 or by submitting the product-authorization batch
program with the LIST option.
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BMC89107E ATTEMPTING TO ADD A CPU ID THAT IS ALREADY IN THE TABLE.
Explanation: This CPU is already authorized for this product.
System Action:  The password is not processed.

User Response:  Determine whether the CPU 1D is correct. You may need to display
current processor information.

BMC89108W PRODUCT IS NOT AUTHORIZED TO EXECUTE. PLEASE ENTER
BMC-SUPPLIED PASSWORDS.

Explanation: There are no authorized CPUs in the password library.
System Action:  The product does not run.

User Response:  Use apassword to add an entry for the correct processor to the
product load library.

BMC89110! PRODUCT AUTHORIZATION TABLE WAS SUCCESSFULLY
BUILT/UPDATED. YOU ARE NOW AUTHORIZED TO EXECUTE THIS
PRODUCT ON ANY PROCESSOR UNTIL <mm/dd/yyyy>. PRESS ENTER
TO CONTINUE.

Explanation: The product-authorization table has been modified to allow
execution of this product temporarily (until the indicated date).

System Action:  None.
User Response:  None. Information only. If you have a permanent license for this

product, contact your BMC Software sales representative to obtain a permanent
license password.

BMC89111E RC=<n> WHILE ATTEMPTING TO DECODE THE EXPIRATION DATE.

Explanation: The Product Authorization utility was unable to decode the
expiration date because of an internal error.

System Action:  The action fails, or the batch job terminates.

User Response:  Note the return code, and contact your BMC Software technical
support analyst for assistance.

BMC89112W THERE ARE NO ENTRIES FOR LICENSED PROCESSORS.
Explanation: There are no authorized CPUs in the password library.
System Action:  The product does not execute.

User Response:  Use apassword to add an entry for the correct processor to the
password library.
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BMC89113E

BMCB89114E

BMC89115E

BMCB89116E

DATA SET DOES NOT EXIST OR IS NOT CATALOGED.
Explanation: The specified password library cannot be found.
System Action:  The action fails, or the batch job terminates.

User Response:  Correct the data set name for the password library or catalog the
data set, and retry the action.

OBTAIN ERROR. DATA SET MAY BE ARCHIVED.

Explanation: The specified password library cannot be found and might be
archived.

System Action:  The action fails, or the batch job terminates.

User Response:  Verify the data set name for the password library or restore the data
set, and retry the action.

DATA SET IS NOT A VALID LOAD LIBRARY.

Explanation: The specified password library is not a partitioned data set. The
product-authorization interface and Product Authorization utility expect the product
load library to be a partitioned data set.

System Action:  The action fails, or the batch (utility) job terminates.

User Response:  Verify that the data set name for the correct password library was
specified. The password library should be a partitioned data set. If the data set is not
partitioned, check to ensure that the product was correctly installed. Retry the action.

If the error persists, contact your BMC Software technical support analyst for
assistance.

THIS TEMPORARY AUTHORIZATION PASSWORD CONTAINS AN
EXPIRATION DATE THAT HAS ALREADY EXPIRED.

Explanation: To be valid, the expiration date for the temporary password must
be equal to, or greater than, the current date.

System Action:  The password is not processed.

User Response:  Contact your BMC Software sales representative.
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BMC89117E THE PRODUCT AUTHORIZATION TABLE IS FULL. NO NEW CPU IDS
CAN BE ADDED.

Explanation: The maximum number of CPUs has been stored in this
product-authorization table.

System Action:  The password is not processed.
User Response:  |f some CPUsin the table are no longer being used, they can be
deleted to make room for this CPU. Contact your BMC Software sales representative

to obtain a Delete password. If no CPUs can be deleted, call your BMC Software
technical support analyst for assistance.

BMCB89118E TEMPORARY AUTHORIZATION PASSWORD DOES NOT CORRESPOND
TO THE CURRENT BMC PRODUCT.

Explanation: The temporary authorization in your product-authorization library
isfor a product other than the one that you are attempting to execute.

System Action:  The product does not execute.

User Response:  Contact your BMC Software technical support analyst for
assistance.

BMC89119E I/O0 ERROR WHILE ATTEMPTING TO READ PRODUCT AUTHORIZATION
TABLE (DDNAME=SYSLIB).

Explanation: The system is unable to read the product-authorization table.
System Action:  All functions are suppressed.
User Response:  After several attempts are made to read the table, the table might

have to be rebuilt. Contact your BM C Software technical support analyst for
assistance.

BMCB89120E COULD NOT FIND THE EXISTING CPU ID ENTRY THAT WAS TO BE
REPLACED.

Explanation: An attempt was made to apply a Replace password, but the CPU to
be replaced in the product-authorization table cannot be found.

System Action:  The password is not processed.
User Response:  The old CPU ID or the password was specified incorrectly. Correct

the specification and retry the action. If failure persists, contact your BMC Software
technical support analyst for assistance.
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BMC89121E

BMCB89122E

BMCB89123E

BMCB89124E

PERMANENT PRODUCT AUTHORIZATION TABLE WAS NOT FOUND,
BUT THE PASSWORD SPECIFIES A “DELETE” OR “REPLACE”
ACTION.

Explanation: An attempt was made to apply a Delete password or a Replace
password, but the system cannot locate a product-authorization table for this product.

System Action:  The password is not processed.

User Response:  Contact your BMC Software technical support analyst for
assistance.

ATTEMPTING TO ADD A NEW CPU ID TO A NEW TABLE, BUT SERIAL
NUMBER AND MODEL NUMBER WERE NOT SPECIFIED.

Explanation: The CPU serial number and the model nhumber are required before
the password can be processed.

System Action:  The password is not processed.

User Response:  Add the CPU ID and the model number, and resubmit the job.

PERMANENT PRODUCT AUTHORIZATION TABLE IS INVALID. PLEASE
CONTACT BMC PRODUCT SUPPORT.

Explanation: An error invalidated the product-authorization table. The table
must be rebuilt.

System Action:  All functions are suppressed.

User Response:  Contact your BMC Software technical support analyst for
assistance.

TEMPORARY PRODUCT AUTHORIZATION TABLE IS INVALID. PLEASE
CONTACT BMC PRODUCT SUPPORT.

Explanation: An error invalidated the product-authorization table. The table
must be rebuilt.

System Action: Al functions are suppressed.

User Response:  Contact your BMC Software technical support analyst for
assistance.
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BMC89125E THIS PASSWORD IS NO LONGER VALID. IT CANNOT BE USED TO
ACTIVATE OR CHANGE YOUR PRODUCT LICENSE. PLEASE CONTACT
YOUR BMC SALES REPRESENTATIVE.
Explanation: The password has expired.

System Action:  The password is not processed.

User Response:  Contact your BMC Software sales representative or your BMC
Software technical support analyst for assistance.

BMCB89126E I/O ERROR WHILE ATTEMPTING TO WRITE PRODUCT
AUTHORIZATION TABLE (DDNAME=SYSLIB).

Explanation: A write error occurred.
System Action: Al functions are suppressed.
User Response:  Verify that the data set name is correct and that the data set is

partitioned. If you are unable to resolve the problem, contact your BMC Software
technical support analyst for assistance.

BMC89127I PROCESSOR WAS SUCCESSFULLY ADDED TO THE PRODUCT
AUTHORIZATION TABLE. YOU ARE NOW AUTHORIZED TO EXECUTE
THIS PRODUCT ON SERIAL NUMBER <nnnnn>, MODEL NUMBER
<mmmm>. PRESS ENTER TO CONTINUE.

Explanation: The Add password has been processed. The product-authorization
table was modified to alow operation of this product on the CPU with the serial
number and model humbers indicated.

System Action:  None.

User Response:  None. Information only.

BMC89128I PROCESSOR (SERIAL NUMBER <nnnnn>, MODEL NUMBER <mmmm>)
WAS SUCCESSFULLY DELETED FROM THE PRODUCT
AUTHORIZATION TABLE. PRESS ENTER TO CONTINUE.

Explanation: The Delete password has been processed. This product can no
longer be executed on the CPU with the serial and model numbers indicated in the

message.
System Action:  None.

User Response:  None. Information only.
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BMC89129I

BMC89130I

PROCESSOR WAS SUCCESSFULLY REPLACED IN THE PRODUCT
AUTHORIZATION TABLE. YOU ARE NOW AUTHORIZED TO EXECUTE
THIS PRODUCT ON SERIAL NUMBER <nnnnn>, MODEL NUMBER
<mmmm>. PRESS ENTER TO CONTINUE.

Explanation: The Replace password has been processed. The CPU with the
serial and model numbersindicated is now authorized to use this product.

System Action:  None.

User Response:  None. Information only.

PROCESSOR (SERIAL NUMBER <nnnnn>, MODEL NUMBER <mmmm>)
WAS SUCCESSFULLY MODIFIED IN THE PRODUCT AUTHORIZATION
TABLE. PRESS ENTER TO CONTINUE.

Explanation: The Modify password has been processed. The
product-authorization table has been modified for the CPU with the serial and model
numbers indicated.

System Action:  None.

User Response:  None. Information only.
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STOP!

IMPORTANT INFORMATION - DO NOT INSTALL THIS PRODUCT UNLESS YOU HAVE READ ALL
OF THE FOLLOWING MATERIAL

By clicking the YES or ACCEPT button below (when applicable), or by installing and using this Product or by having it installed and used
on your behalf, You are taking affirmative action to signify that You are entering into a legal agreement and are agreeing to be bound by
its terms, EVEN WITHOUT YOUR SIGNATURE. BMC is willing to license this Product to You ONLY if You are willing to accept all of these
terms. CAREFULLY READ THIS AGREEMENT. If You DO NOT AGREE with its terms, DO NOT install or use this Product; press the NO or
REJECT button below (when applicable) or promptly contact BMC or your BMC reseller and your money will be refunded if by such time
You have already purchased a full-use License.

SOFTWARE LICENSE AGREEMENT FOR BMC PRODUCTS

SCOPE. This is a legally binding Software License Agreement (“License”) between You (either an individual or an entity) and BMC pertaining to
the original computer files (including all computer programs and data stored in such files) contained in the enclosed Media (as defined below) or
made accessible to You for electronic delivery, if as a prerequisite to such accessibility You are required to indicate your acceptance of the terms of
this License, and all whole or partial copies thereof, including modified copies and portions merged into other programs (collectively, the
“Software”). “Documentation” means the related hard-copy or electronically reproducible technical documents furnished in association with the
Software, “Media” means the original BMC-supplied physical materials (if any) containing the Software and/or Documentation, “Product” means
collectively the Media, Software, and Documentation, and all Product updates subsequently provided to You, and “You” means the owner or
lessee of the hardware on which the Software is installed and/or used. “BMC” means BMC Software Distribution, Inc. unless You are located in
one of the following regions, in which case “BMC” refers to the following indicated BMC Software, Inc. subsidiary: (i) Europe, Middle East or Africa
--BMC Software Distribution, B.V., (ii) Asia/Pacific -- BMC Software Asia Pacific Pte Ltd., (iii) Brazil -- BMC Software do Brazil, or (iv) Japan -- BMC
Software K.K. If You enter into a separate, written software license agreement signed by both You and BMC or your authorized BMC
reseller granting to you the rights to install and use this Product, then the terms of that separate, signed agreement will apply and this
License is void.

FULL-USE LICENSE. Subject to these terms and payment of the applicable license fees, BMC grants You this non-exclusive License to install and
use one copy of the Software for your internal use on the number(s) and type(s) of servers or workstations for which You have paid or agreed to pay
to BMC or your BMC reseller the appropriate license fee. If your license fee entitles You only to a License having a limited term, then the duration
of this License is limited to that term; otherwise this License is perpetual, subject to the termination provisions below.

TRIAL LICENSE. If You have not paid or agreed to pay to BMC or your BMC Reseller the appropriate license fees for a full use license, then,
NOTWITHSTANDING ANYTHING TO THE CONTRARY CONTAINED IN THIS LICENSE: (i) this License consists of a non-exclusive evaluation
license (“Trial License”) to use the Product for a limited time (“Trial Period”) only for evaluation; (ii) during the Trial Period, You may not use the
Software for development, commercial, production, database management or other purposes than those expressly permitted in clause (i)
immediately above; and (i) your use of the Product is on an AS IS basis, and BMC, ITS RESELLERS AND LICENSORS GRANT NO
WARRANTIES OR CONDITIONS (INCLUDING IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR
PURPOSE) TO YOU AND ACCEPT NO LIABILITY WHATSOEVER RESULTING FROM THE USE OF THIS PRODUCT UNDER THIS TRIAL
LICENSE. If You use this Product for other than evaluation purposes or wish to continue using it after the Trial Period, you must purchase a full-use
license. When the Trial Period ends, your right to use this Product automatically expires, though in certain cases You may be able to extend the
term of the Trial Period by request. Contact BMC or your BMC reseller for details.

TERM AND TERMINATION. This License takes effect on the first to occur of the date of shipment or accessibility to You for electronic delivery, as
applicable (the “Product Effective Date”). You may terminate this License at any time for any reason by written notice to BMC or your BMC
reseller. This License and your right to use the Product will terminate automatically with or without notice by BMC if You fail to comply with any
material term of this License. Upon termination, You must erase or destroy all components of the Product including all copies of the Software, and
stop using or accessing the Software. Provisions concerning Title and Copyright, Restrictions (or Restricted Rights, if You are a U.S. Government
entity) or limiting BMC'’s liability or responsibility shall survive any such termination.

TITLE AND COPYRIGHT; RESTRICTIONS. All title and copyrights in and to the Product, including but not limited to all modifications thereto, are
owned by BMC and/or its affiliates and licensors, and are protected by both United States copyright law and applicable international copyright
treaties. You will not claim or assert title to or ownership of the Product. To the extent expressly permitted by applicable law or treaty
notwithstanding this limitation, You may copy the Software only for backup or archival purposes, or as an essential step in utilizing the Software, but
for no other purpose. You will not remove or alter any copyright or proprietary notice from copies of the Product. You acknowledge that the Product
contains valuable trade secrets of BMC and/or its affiliates and licensors. Except in accordance with the terms of this License, You agree (a) not to
decompile, disassemble, reverse engineer or otherwise attempt to derive the Software’'s source code from object code except to the extent
expressly permitted by applicable law or treaty despite this limitation; (b) not to sell, rent, lease, license, sublicense, display, modify, time share,
outsource or otherwise transfer the Product to, or permit the use of this Product by, any third party; and (c) to use reasonable care and protection to
prevent the unauthorized use, copying, publication or dissemination of the Product and BMC confidential information learned from your use of the
Product. You will not export or re-export any Product without both the written consent of BMC and the appropriate U.S. and/ or foreign
government license(s) or license exception(s). Any programs, utilities, modules or other software or documentation created, developed,
modified or enhanced by or for You using this Product shall likewise be subject to these restrictions. BMC has the right to obtain injunctive relief
against any actual or threatened violation of these restrictions, in addition to any other available remedies. Additional restrictions may apply to
certain files, programs or data supplied by third parties and embedded in the Product; consult the Product installation instructions or Release Notes
for details.

LIMITED WARRANTY AND CONDITION. If You have purchased a Full-Use License, BMC warrants that (i) the Media will be, under normal use,
free from physical defects, and (ii) for a period of ninety (90) days from the Product Effective Date, the Product will perform in substantial
accordance with the operating specifications contained in the Documentation that is most current at the Product Effective Date. BMC'’s entire
liability and your exclusive remedy under this provision will be for BMC to use reasonable best efforts to remedy defects covered by this warranty



and condition within a reasonable period of time or, at BMC's option, either to replace the defective Product or to refund the amount paid by You to
license the use of the Product. BMC and its suppliers do not warrant that the Product will satisfy your requirements, that the operation of the
Product will be uninterrupted or error free, or that all software defects can be corrected. This warranty and condition shall not apply if: (i) the
Product is not used in accordance with BMC's instructions, (ii) a Product defect has been caused by any of your or a third party’s malfunctioning
equipment, (i) any other cause within your control causes the Product to malfunction, or (iv) You have made modifications to the Product not
expressly authorized in writing by BMC. No employee, agent or representative of BMC has authority to bind BMC to any oral representations,
warranties or conditions concerning the Product. THIS WARRANTY AND CONDITION IS IN LIEU OF ALL OTHER WARRANTIES AND
CONDITIONS. THERE ARE NO OTHER EXPRESS OR IMPLIED WARRANTIES OR CONDITIONS, INCLUDING THOSE OF
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, REGARDING THIS LICENSE OR ANY PRODUCT LICENSED
HEREUNDER. THIS PARAGRAPH SHALL NOT APPLY TO A TRIAL LICENSE. Additional support and maintenance may be available for an
additional charge; contact BMC or your BMC reseller for details.

LIMITATION OF LIABILITY. Except as stated in the next succeeding paragraph, BMC'’s and your BMC reseller’s total liability for all damages in
connection with this License is limited to the price paid for the License. IN NO EVENT SHALL BMC BE LIABLE FOR ANY CONSEQUENTIAL,
SPECIAL, INCIDENTAL, PUNITIVE OR INDIRECT DAMAGES OF ANY KIND ARISING OUT OF THE USE OF THIS PRODUCT (SUCH AS
LOSS OF PROFITS, GOODWILL, BUSINESS, DATA OR COMPUTER TIME, OR THE COSTS OF RECREATING LOST DATA), EVEN IF BMC
HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. Some jurisdictions do not permit the limitation of consequential damages so
the above limitation may not apply.

INDEMNIFICATION FOR INFRINGEMENT. BMC will defend or settle, at its own expense, any claim against You by a third party asserting that
your use of the Product within the scope of this License violates such third party’s patent, copyright, trademark, trade secret or other proprietary
rights, and will indemnify You against any damages finally awarded against You arising out of such claim. However, You must promptly notify BMC
in writing after first receiving notice of any such claim, and BMC will have sole control of the defense of any action and all negotiations for its
settlement or compromise, with your reasonable assistance. BMC will not be liable for any costs or expenditures incurred by You without BMC’s
prior written consent. If an order is obtained against your use of the Product by reason of any claimed infringement, or if in BMC's opinion the
Product is likely to become the subject of such a claim, BMC will at its option and expense either (i) procure for You the right to continue using the
product, or (i) modify or replace the Product with a compatible, functionally equivalent, non-infringing Product, or (iii) if neither (i) nor (ii) is
practicable, issue to You a pro-rata refund of your paid license fee(s) proportionate to the number of months remaining in the 36 month period
following the Product Effective Date. This paragraph sets forth your only remedies and the total liability to You of BMC, its resellers and licensors
arising out of such claims.

GENERAL. This License is the entire understanding between You and BMC concerning this License and may be modified only in a mutually
signed writing between You and BMC. If any part of it is invalid or unenforceable, that part will be construed, limited, modified, or, severed so as to
eliminate its invalidity or unenforceability. This License will be governed by and interpreted under the laws of the jurisdiction named below, without
regard to conflicts of law principles, depending on which BMC Software, Inc. subsidiary is the party to this License: (i) BMC Software Distribution,
Inc. - the State of Texas, U.S.A,, (i) BMC Software Distribution, B.V. - The Netherlands, (iii) BMC Software Asia Pacific Pte Ltd. -- Singapore (iv)
BMC Software do Brazil -- Brazil, or (v) BMC Software K.K. -- Japan. Any person who accepts or signs changes to the terms of this License
promises that they have read and understood these terms, that they have the authority to accept on your behalf and legally obligate You to this
License. Under local law and treaties, the restrictions and limitations of this License may not apply to You; You may have other rights and remedies,
and be subject to other restrictions and limitations.

U.S. GOVERNMENT RESTRICTED RIGHTS. UNPUBLISHED -- RIGHTS RESERVED UNDER THE COPYRIGHT LAWS OF THE UNITED
STATES. Use, duplication, or disclosure by the U.S. Government is subject to restrictions set forth in FAR Section 52.227-14 Alt. Il (g)(3), FAR
Section 52.227-19, DFARS 252.227-7014 (b) or DFARS 227.7202, as amended from time to time. Contractor/Manufacturer is BMC Software, Inc.,
2101 CityWest Blvd., Houston, TX 77042-2827, USA. Any contract notices should be sent to this address.
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